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1. Flash UEFI BIOS SOP for SHELL

1. Please make a SHELL bootable device.
2. Copy BIOS folder into SHELL bootable device.
3. Enter BIOS Setup and disable “Secure Boot” in “Authentication” page.

BIOS Setup

—nabl

Secure Boot (Oisabled]

2¢: Select Scr

Ti: Select

Enter: Sel

+/-/Space: Che

F7: Load User

F8: Save as User
Settings

F9: Load Defaull sSel
F10: Save & Exit Setup
ESC: Exit

4. In “Boot Options” page, make sure “Launch CSM” option is “Never”.
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BIOS Setup Utlility

() U1l .IJ11. AU

Launch CSH
il

[UEFI: ADATA USB Flas...]

[CD&DVD]
[Removable Devicel
[LAN]
Disk Drive Priority [Press Enter]
Disk Drive Priority [Press Enter]
le Device Priorituy [Press Enter]
Etwork Device Priority [Press Enter)
- Boot Menu [Disabled] ++: Select Screen
‘Fast Boot [Disabled] Ti: Select Item
"fﬁhlat Boot [Enabled] Enter: Select
Halt on (AL, but kKeyboard] +/-/8pace; Change Opt.

F7: Load User Default Settings
F8: Save as User Default
Settings

FS: Losd Detfault Settings

F10: Save & Exit Setup

ESC: Exit

version 2.15.1226. Copuright (C) 2002-20

5. Press [F10] to save and exit Setup then boot to SHELL mode.

EFI Shell version 2.31 [4.653)
Current running mode 1.1.2

Device mapping table
fs0 :Removable HardDisk - Allas hd13bob blko

PciRoot (0x0) /Pci(0x12,0x2) ZUSB(0x1,0x0) /HD(1, MBR ,0%020d27b6 , 0x3f , 0xfoafcl)
blk0 :Removable HardDisk - Alias hd13bob fs0

PciRoot(0x0)/Pc1(0x12,0x2)/USB(0x1,0xo)/HD(l,HBR,0x020d27b6,0x3f,Oxanfcl)
blk1 :Removable BlockDevice - Alias (null)

PciRoot (0x0) /Pci(0x12,0x2) ZUSB{0x1,0x0)

Press ESC in 1 seconds to skip startup.nsh, any other key to continue.
Shell>
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6. Enter BIOS folder and follow your request to execute the corresponding batch file.

Flash BIOS for Service
Flash tool for service
* Folder "Service” in BIOS release package
* Update tools for DOS, EFl and Windows

* FLASH,FLASHS, FLASHSX and FLASHX

FLASHSX

Update ME Cross platform

w/ S : update ME w/ X :Allow cross platform

w/o S: no ME update w/o X: Check BIOS ID. Not
allow to cross platform

acer

L L L L L e = = - —

fS1:\EO6\XXXX\EFI> FLASH.nsh
OFF
FLASH.nsh> AfuEfix64.efl ..\ROM\EO6.CAP /P /B /N /R

AMI Firmware Update Utility v3.05.00
Copuright (C)2012 American Megatrends Inc. Fii1 mights Reserved.

Reading flash
Secure Flash enabled, recalculate ROM size with signature...

- FFS checksums ok
Loading capsule to secure memory buffer ... done
Erasing Boot Block

Updat ing Boot Block
verifying Boot Block

Erasing Main Block

Updating Main Block
verifying Main Block

Erasing NVRAM Block

Updating NVRAM Block
verifuing NVRAM Block

£s1:\EOB\XXXX\EFI> _

Note 1: The Afushell64 tool version is by case.

7. After finishing flashing BIOS, please don’t execute any programs and reboot (Ctrl + Alt +Del)
the system directly.

8. After system reboot, please press [Del] to enter BIOS Setup.

9. In “Exit” page, select “Load Default Settings” and press [Enter] key.
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i

g Changes and Exlt Setup
e Changes
ard Changes

BVE 85 User Default Settings
Load User Default Settings

|
1

version 2.15.1226. (C)

Copuright

Loar Déindi{ values
the setup oprions.

“¢: Select Screen

ti: Select Item
Enter: Select
+/=sSpace: Changes opt .

F7: Load Usar Default Settings

Fiz iave i lser Deftaull
Tt ing

F9: Load Default St ings
Flo Save 8 Exit Setup

t

Exit

10. Select “Yes” and press [Enter] key.

BIOS Setup uUtility

Exlt

Save 8 Exit Setup

Discard Changes and Exit Setup
Save Changes

Discard Changes

Save as User Default Ssttings
Load User Defsult Settings

Load Default Settings

Load Optimized Defaults?

version 2.15.1226. Copyright (C)

2002 ~

11.Select “Save & Exit Setup” and press [Enter] key.

5

Load befault values for all
the setup optlons.
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BIOS Setup Utllity

: e | Exit
| save & Exit sustem setup after savin
Riscard anges and Exit Setup the changes. R

Save Changes

Discard Changes

Load Default Ssttings

Save as User Default Settings
Load User Osfault Settings

o elect o
Ti: Selr
Enter: v
pace t
F ! taul sttings
i fault
|
Dets tTing
i tu

Version 2.15.1226. Copyright (C) 2002-2012,

12.Select “Yes” and press [Enter] key.

BI0S Setup Utility

Exit system setup after
the chsnhges.

Discard Changes and Exit Setup
Save Changes

Discard Changes

LoBd Detault Settings
S8ve s User Defsuls
Loag User Defaull

Save & Exit Setup

Save configuration and exit?

ODefault Settings
Iser Default

efault Sertings

F10: Save 8 Exit Setup

.

version 2.15.1226. Copurlight (C) 2002-2012, Acer Inc.

13.Flash BIOS is finished.



