By Xir

e VROV AA

NO. 2111070261

@%%ﬁiﬁu‘%&#%ﬁ%

CNAS 180071 Certification
for Safe Transport of Chemical Goods

Y- 38 BT 4D

R T L | {t W4l /s el
5o L s R T AR/ A /B AL B T
ASBAR D e 1LV 6. 40 3280mh

Name of Goods: LITHIUM TON BATTERY AP11D3F 11.1V  36. 4WH 3280mAh
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Shanghai Research Institute of Chemical Industry Testing Centre
( Shanghai TECH. Chemical Industry Testing Co.,Ltd )
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11. 1V 36.4WH 3280mAh
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Insepection Methods and | IATA Dangerous Goods Regulations (IATA DGR) (52nd)
Procedures
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#“uﬂ‘jﬁfj PEAR black blue and black plastics cement and plastics film
Appearance & Odor shell, odorless
; 1. fEE RS (Hazards identification)
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I‘ll The substance is not restricted to IATA DGR according to packing instruction
E 965 General Requirements and Section II.
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T m 3. 4U3355K (Packaging requirements)
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N The goods are packaged according to the packaging
goods.
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The sample is a rechargeable lithium battery. The package is labelledygifh a 1111 batt
handling label.The package is accompanied with a document that meet tho™ggckin :g) wftion of
. IATA DGR.
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Test Result

T REAAT
Altitude simulation
(38.3 test 1)
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No mass loss ., no leakage , no venting , no disassembly , no rupture and no fire
and the open circuit voltage of each test cell or battery after testing is not less
than 90% of its voltage immediately prior to this procedure. The test result
conforms to the requirements of standard.
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Thermal test
(38.3 test 2)
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No mass loss , no leakage , no venting , no disassembly , no rupture and no fire
and the open circuit voltage of each test cell or battery after testing is not less
than 90% of its voltage immediately prior to this procedure. The test result
conforms to the requirements of standard.
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Vibration
(38.3 test 3)
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No mass loss , no leakage , no venting , no disassembly , no rupture and no fire
and the open circuit voltage of each test cell or battery after testing is not less
than 90% of its voltage immediately prior to this procedure. The test result
conforms to the requirements of standard.
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Shock
(38.3 test 4)
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No mass loss , no leakage , no venting , no disassembly , no rupture and no fire
and the open circuit voltage of each test cell or battery after testing is not less
than 90% of its voltage immediately prior to this procedure. The test result
conforms to the requirements of standard
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External short
circuit
(38.3 test 5)
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The external temperature does not exceed 170C, no disassembly, no rupture and no
fire within six hours of this test. The test result conforms to the requirements of
standard.
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Impact
(38.3 test 6)
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The external temperature does not exceed 170°C, no disassembly, no fire within six
hours of this test. The test result conforms to the requirements of standard
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Overcharge
(38.3 test 7)

QR 7 RN ) R AR AR K. RIS PRHEZER.
No disassembly, no fire within seven days of this test. The test result conforms to
the requirements of standard
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Forced discharge
(38.3 test 8)
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The smaple is packed in strong outer packing. The equipment is equipped with an effective
means of preventing accidental activation. Cells and batteries are protected so as to prevent
short eircuits.
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The tested package is capable of withstanding a 1.2m drop test in any orientation without
damage to cells or batteries contained therein, without shifting of the contents so as to
allow battery to battery or cell to cell contact and without release of contents. The package
does not exceed 10kg gross mass.
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(assym5) AP11D3F (3ICPS67/90)
(S2R MWt/ RS WA E) Rechargeable Li-polymer Battery Pack
W/ E) Rating: 1.1V === (F R/ER) 3280mAh, 36.4Wh

1\ CAUTION: Risk of explosion if battery is replaced by an incomrect type. Dispose of used balteties




