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Flash UEFI BIOS SOP for SHELL

1. Copy all the files under Service folder to the root of a USB thumb drive
2. Insert USB thumb drive to target machine
3. Press [DEL] to boot to Setup Utility
4. In Security page, enter Secure Boot menu to Disable Secure Boot

5. Press [F10] to save and reset Setup then boot to Setup Utility again
6. In Save & Exit page, Select [Launch EFI Shell from file system device]

7. FindAliasnameofUSB thumbdrive inSHELLmode,youcouldpressPageUp if toomanyAlias, it is fs1
in this case.

8. Input fs1: in SHELL mode, will enter USB thumb drive
9. Run FLAH.NSH or FLASH_Mwill enter the directory where the tool locate and

update bios. Update command:

AFUEFIX64.EFIBIOS_FILE_NAME /P /N /R /CAPSULE
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10. Input Y “when prompting System is going to Shut down, are you ready?”,machine will
reboot.

11. After rebooting, system will enter flashing interface and update BIOS automatically.

12. System will reboot automatically after finishing updating.When system rebooting, please press
[Del] key to enter Setup Utility to check BIOS version.
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13. Press [F9] key to Load Optimized Default setting.
14. Select “Yes” and press [Enter] key.

15. Press [F10] to save configuration and reset.
16. Select “Yes” and Press [Enter] key.

17. BIOS updating is finished.
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