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Sample name: Acer Lithium—ion Polymer Battery
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LG Chem (Nanjing) I&E Materials Co., Ltd.

AFESLE 0 FRE RO FRATHEERAT
/

(L35 RB TN AR )
Shanghai Research Institute of Chemical Industry Testing Centre
( Shanghai TECH. Chemical Industry Testing Co.,Ltd )

>, 6% pes
By Air \_By Air




R "‘%] %}‘J jk'f":':‘)j;@){:‘]’ NO. 2117020929

Certification for Safe Transport of Chemical Goods Page 1/3

& 5 Acer PHES T~ b/ 20 d1 7t E v it /40 v gt /40 el b 4R /00 B T TR AL/ IR S
f »:AC14A8L (11.4V 52.5Wh) =

A2 K i, Type:ACI4A8L (11.4V 52, 5Wh) KA

Sample

name EX Acer Lithium—ion Polymer Battery
English

e A e Fea b (M3 AR THRA A
Consignor LG Chem (Nanjing) I&E Materials Co., Ltd.
&AL R RO fFRLTHRARAT

Manufacturer

BTk, 25 WEEMAEME CEREMN) 5808

Inspection method and procedure

IATA Dangerous Goods Regulations (DGR) 58th Edition

A du A, A JB B R 5
Sample appearance Black Plastics cement and plastics film shell
BRAE & L3 8 09 TS 10k

Package information

Lithium batteries total net weight<10kg.

A5 i, A K A5 2% Capacity AMEF X
NO. Battery type Model /424 Li content Placement /
] FE L AT Lt A ACL4A8L H il VLA Iz
1 Rechargeable Li-ion 52, 5Wh Battery only
battery : i

&

NO ISNTONOD NO 11V 14 ILN3d |

1. fE K9 (Hazards identification)
A (TN

Miscel lancaous.,

LR EFNE S (R JrE2T (Suggestion according to TATA
DGR)
Shipping name:Lithium ion batteries
Class or division:9
UN Number:UN3480

3. 4035 35K (Packaging requirements)
AR R 965 IB A4y s sk p R,

The goods are packaged according to the Packaging Instruction 965 section IB.

DAL
Cargo Aircraft Only.
A E T sxa¥: )
Inspection Date: 2017 02-17 Issue Date; 2017 02717 17

Hix

Comment

/ @.\'

Eiyd
Approver:

\S;k\\T

%”‘ W ciﬁr: ’% EJZV’X_L Appmmr 17r 4y

LA T BT BRAT R P S
Shanghai Research Institute of Chemical Industry Testing Centre




W B S TP NO. 2117020929

Certification for Safe Transport of Chemical Goods Page 2/3

i i

w1

No. Inspection results and other things
AR PR it R (R (B8RR) 3. 9. 2. 6 (o) H5 0 LI 48 2 44 R AT W
A B AN i TR e A IR 4 [l A it
AR 4 B A Uit AS EAT LA Rl AR WOk H AT A2, AR .
1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in IATA DGR 58th 3.9.2.6(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recyeling or disposal.
AR it ENE (A R AERHET A S 11IRE4R38. /N1 A B B ok
IR R 2 L. 208K .
Lithium cells and batteries listed in this report are of the types proven to meet the requirements of each
2 applicable test in the UN Manual of Tests and Criteria, Part IIl, sub-section 38.3.
The package has passed the 1. 2m drop test.
il AR R RaREN, T REMRIMEIMas.,
HL Tl LA 3 2 (A B A B T
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed
3 in & strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits.
(SRS (58th) IBASAMEIE () i it USRS AP 0 MR E 3R A il b i, JF B SRR ME 1E
i, BOZ AR, 2. L8, 2. 2shARE A K.
Cells or batteries shipped under the provisions of Section IB in IATA DGR 58th must be described on a Shipper’ s
4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8. 2.1 and 8. 2. 2.
B PO i fE PR YEARAS ( CAERR S ANM) (58th) BT, 3. X) &b, BFAMUBEAFL s (AERE G
WY (58th) F7. 1. CHIBR ARIMMARIC. & SlbIERSEK, CERmMMD (58th) M7, 4. 17, 2. 4. 78]
B AN E 201841231 H . boh,  CERRSANY (58th) BT, 3. WHT RO 440 i B A AR A% T 4k 4l ) 44 [ BB 40k
0 M it R AR L RI20184E 12 /131 H..
EMMTAE S CER GBI (58th) 7. 1. 4. 1 (a) F1(b) BRARL, BRAFAT. 1 4. 1 (c) 5 BRI AR I EAF
il
MU AU LR ITHL” FR4E ( (EB SR (58th) B7.4.8) .
Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR 58th in addition
to the Class 9 Lithium Battery hazard label (Figure 7.3.X in IATA DGR 58th). Note: The provisions for the lithium
battery handling label, Figure 7.4.H and 7.2.4.7 in IATA DGR 58th may continue to be used until 2018-12-31. In
addition, the Class 9 Miscellaneous hazard label shown in Figure 7.3.W in IATA DGR 58th may continue to be used
on packages containing lithium batteries prepared in accordance with Section IB until 2018-12-31.
Each package must be marked in accordance with the requirements of 7.1.4. 1(a) and (b) in IATA DGR 58th and in
addition the net weight when required by 7. 1.4, 1{c) must be marked on the package.
Fach package must be labelled with the "Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR 38th).
MR ZAC RO ], AR PrR R it AT fHE Y, G RS A AN e B V3 2 Tk (R30%
Lithium ion cells and batteries must be offered for transport at a state of charge (SoC) not
6 exceeding 30% of their rated design capacity.
/
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