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Sample name: Battery/Li-Ton Battery Pack AP16M5] (7. 7V/35. 9wh)
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HELH | Chinese | THEfF GRIAE M) /8t (ATFEH) API6M5] (7. 7/35. wh)
Sample
name £ Battery/Li-Ion Battery Pack AP16M5](7.7V/35. 9wh)
English

R4 Wi bk (LK) GEFA R A 7
Consignor STANDARD (Chongqing) Energy Co., Ltd.
Ll Vi Wrkik (K G5 BR 22 7

Manufacturer STANDARD (Chongqing) Energy Co., Ltd.

R¥FiE. B (Rl @M e (RGN 58K
IATA Dangerous Goods Regulations (DGR) 58th Edition

Inspection method and procedure
S RO S IBEHT RSN T
Sample appearance Black Plastics cement and plastics film shell
LR L ¥ it 5 7P < 10kg.
Package information Lithium batteries total net weight<10kg.
A% g, At A5 #-¥ Capacity HEF X
NO. Battery type Model /424-¥FLi content Placement
REL TS AP16M5] HL i R Ay
1 Rechargbe;b‘leeryh-wn 35. 9%h Battery only
1. faBR#1R %) (Hazards identification)
W,
_ | Miscellaneous.
o
% Z |2 %ﬁﬁmaﬁmﬁi@m«% (FER &SN 71225 (Suggestion according to IATA
= | DGR
I Shipping name:Lithium ion batteries
9 |Class or division:9
Z 3 |UN Number:UN3480
=
o |3 BEEER (Packaging requirements)
s ) B 9655 BRI/ Bk Jp 1,
o |The goods are packaged according to the Packaging-Instruction 965 section IB.
Qe
c
_ G |msH.
# 2 Cargo Aircraft Only.
£5%8 8. ES 4:F 1 A # A M
Inspection Date: 2017-03-20 Issue Date: 2017-03-20 Valid Date: 2017-03-20
/
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No. Inspection results and other things

AW GRS bR (FEBR AN (58KR) 3.9.2.6(e) Hl5E B FUIRE M AR R AT HIE .
AR 45 Bk 8 r it A B R 44 SR R R [l g v e
A4 BTk o da it AR HEAT LA Bl sl Ab B 0 H B g, AR TR,

1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in IATA DGR 58th 3.9.2.6(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
ARG FrR A dait BT (56 B AARAET M) SETTIHEZr38. /N1 AR K .
AR REE AT L. 2mBk TR R .
Lithium cells and batteries listed in this report are of the types proven to meet the requirements of each

z 2 applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38.3.

The package has passed the l.2m drop test.
Ht R aEA, LT REMNIESM RS,
HL it LA 3E 24 Bl B A
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed

3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits.
e (fE SN (58th) IBERAHEIZ MY Hiith 6 R IR S8 I /0 M EEFCIE N iR rpitiid: JF B S EAMERiE
i, REHRLAEAES. 2. 1F8. 2. 2 HIRE A E K.
Cells or batteries shipped under the provisions of Section IB in IATA DGR 58th must be described on a Shipper’ s

4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8.2. 2.
(4 1 A o254 it fs B PERR 2 ( (fEFR S 3EM) (58th) BT, 3. X) 4b, AR (fabs il
WYy (58th) E7. 1. CHrA<i A FSWAObRIC. 7. HHlRAERERR, CERMMMD) (58th) 7. 4. HMT. 2. 4. 78]
RAEAEAE2018412/131H. o, CFEREMA) (58th) K7, 3. WH = 199K F 5 I P b 25 o 44 ) T4 IBRR 4

5 %A b ) B3 B BI20184£ 12 A31H
g’l‘ﬂﬁﬁﬁiﬁ&‘ (fEka S BnY (58th)7. 1. 4. 1(a) M (b) ERERi, BhHh247. 1. 4. 1 (c) A R AL SR U] @24

iﬂ
AL AIEA DRI #% ( (EBRSMND) (58th) E7.4.B) .
Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR 58th in addition
to the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR 58th). Note: The provisions for the lithium
battery handling label, Figure 7.4.H and 7.2.4.7 in IATA DGR 58th may continue to be used until 2018-12-31. In
¥ addition, the Class 9-Miscellaneous hazard label shown in Figure 7.3.W in IATA DGR 58th may continue to be used

on packages containing lithium batteries prepared in accordance with Section IB until 2018-12-31.
Each package must be marked in accordance with the requirements of 7.1.4. 1(a) and (b) in IATA DGR 58th and in
addition the net weight when required by 7.1.4.1(c) must be marked on the package.
Each package must be labelled with the “Cargo Aircraft Only” label(Figure 7.4.B in IATA DGR 58th).
BIERFCRR A, AR PR B T it A AT s, A R A A A 7 e A B 1 30%
Lithium ion cells and batteries must be offered for transport at a state of charge (SoC) not

6 exceeding 30% of their rated design capacity.
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