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Certification
for Safe Transport of Chemical Goods
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Sample name: LITHIUM MANGANESE DIOXIDE BATTERY DBV CR2016-with line 3.0V
75" 85mAh
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Double Best Corporation Limited
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POWER GLORY BATTERY TECH (SHENZHEN) CO., LTD.
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Shanghai Research Institute of Chemical Industry Testing Co., Ltd
")

% ia b
By Air By Air




A #h %—'\K{"‘Fé}ﬁ% NO. 2119138867

Certification for Safe Transport of Chemical Goods Page 1/3

. e, SMTH CRURT | WEh, WAL, WENRTe. AT, 2
L SUEA T, —SULEBE. BTG, FR. BRI, LSBT, B

o 4 AR Chinese HIIUET N TEE Y T SANTEMAH . #3NTEIthEESEDBY CR2016-75£E3. 0V 75 85mAh
Sample

name £ LITHIUM MANGANESE DIOXIDE BATTERY DBV CR2016-with line 3.0V 75 85mAh
English
= X1 IR AT
Consignor Double Best Corporation Limited
Yl i NEERIEREE GRYD RO A R
Manufacturer POWER GLORY BATTERY TECH (SHENZHEN) C0., LTD.

Wik, £5 Az Gk Rny 6ok
Inspection method and procedure IATA Dangerous Goods Regulations (DGR) 60th Edition

T ST) SRR B 5 e
Sample appearance Black Button plastic film shell \ \’)L
R L I 1 <2, Skg. R
Package information Lithium batteries total net weight<2.5kg. S j}
=2 &R e X ¥ Capacity AEFX il
NO. Battery type Model /424 Li content Placement F«l % }(/\J;
: AR EE LT CR2016 75°85mAh / <0.3g HLT SIS ) LD
Primary Li-metal single
i Battery only (301
1. fEE MR (Hazards identification)
,j\Iﬁ.,
_ |Miscellaneous.
o
%2 |2 AEHRERRSERTES (RSN SRR (Suggestion according to IATA
= |DGR)
i Shipping name:Lithium metal batteries
Q |Class or division:9
& 3 |UN Number:UN3090
o
Z b Yo k] .
= | B 453K (Packaging requirements)
o O | HAAUIHI968B B T KA.
= % The goods are packaged according to the Packaging Instruction 968 section IB.
c
@ | PR AL,
#* % Cargo Aircraft Only.
¥ A0 -3 4:0 A4 H A .
Inspection Date: 2018-12-15 Issue Date: 2018-12-15 Effective Date:  2019-01-01
i
HiE
Comment

Y4 YA FAX
Approver: ) 'W Checker: %51
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No. Inspection results and other things

ARG HUA LR G SAND (60/%) [LAFMFRDGR] 3.9. 2. 6. 1(e) 5 (1 P H 4k R HEAT IS .
A IR AN R - IR 22 4 R A [ 4 et
AR TR I AN UEAT LA PICRRAN B 0 H (MR AE, AR T e dih,

1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in IATA DGR 60th 3.9.2.6.1(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safely reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped [or recycling or disposal.
AREPOAMAI T CBS ERIAEAET LY S5 1118E4338, 3/NYAH B3k
A SRS L. 2mBTE G .
Lithium cells and batteries listed in this report are of the types proven to meet the requirements of each

2 applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38.3.
The package has passed the 1.2m drop test.
M SN REN N, LT REEMRMEIM ST,
A LA 1 2 1) B R A
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed

3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits.
f4DGR 1B 4> FEIZ A LML A ZIARYE SRS A M AEHEIE A iR b Haik s R B4 A SIS 0K, TSR
58,2, 18, 2. 2rf A GG FHEE K.
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s

4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8, 2. 2,
FRAEFHOSREL i fE B FE AR (DGRAAT. 3. X) Sb, MASEAC(FUZMIEDGREET, 1. CHTR A AJEMI KR IE
A EAFLUEDCRT. 1. 4. 1(a) A1 (b) TRERD, o247 1. 4. 1(c) HERR B LTI L TR
WG U INE DR 72 (DGRET. 4.B) .

5 Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR).
Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4.1(c) must be marked on the package.
Each package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).
RN LS L EARIE S (1L ASTRERSN) , 2. IBMSAR, SB3RGIRME, 4 1S MBS, 10SE Y B4 a6
s R — e .
Cells and batteries must not be packed in the same outer packaging with dangerous goods classilied in Class 1

6 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1
(flammable solids) or Division 5.1 (oxidizers).
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