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Certification
for Safe Transport of Chemical Goods
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R A AN TR AR DBY CR2032-1i4k 3.0V 290"~ 245mAh

Sample name: LITHIUM MANGANESE DIOXIDE BATTERY DBV CR2032-with line 3.0V
990~ 245mAh
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Double Best Corporation Limited

A gy DRI YD BRI
POWER GLORY BATTERY TECH (SHENZHENY CO. , LTD.
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Shanghai Research Institute of Chemical Industry Testing Co., Ltd
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. ?JI?RIL.Y@. HANEH CAWREE) o SR, BT, ?P%?ﬂﬁ?ﬁm\ # S AbERINNE
¢ o P CAAGSERI RN, MBI R, BRk, B4R, SBEHL. ST, d
b 4 #F Chinese m;wﬁ Gih. SINTEAAL. SN4NTEILAESEDBY CR2032-F4E 3.0V 2207245mAh
Sample
name #*x LITHIUM MANGANESE DIOXIDE BATTERY DBV CR2032-with line 3.0V 2207 245mAh
English
E-F i A JUALE A B A F)
Consignor Double Best Corporation Limited
L A TR GRYD B4 A
Manufacturer POWER GLORY BATTERY TECH (SHENZHEN) CO., LTD.
Rl k. A e e
. Inspection method and procedure IATA Dangerous Goods Regulations (DGR) 60th Edition
#HFsh L MR BB T
Sample appearance Black Button plastic film shell
LR L {0 B TR <2, Ske.
Package information Lithium batteries total net weight<2. bkg.
A5 LB LSS e %-& Capacity HKEFKN
NO. Battery type Model /424&Li content Placement
AN 75 B 4 R S LS P CR2032 2207245mAh / <0. 3g LA IZ 5
1 |Primary Li-metal single Battery only
cell battery
1. &M R %] (Hazards identification)
/i\Imn
_ | Miscellaneous.
)
4 2 2. ZEMREFMTERNS (ERFBMNY /KRN (Suggestion according to IATA
= |DGR)
- Shipping name:Lithium metal batteries
s Q Class or division:9
7 = | UN Number:UN3090
(o]
i 3. U3 ¥k (Packaging requirements)
O | 03k 968 IBLR - BR 5.
i & | The goods are packaged according to the Packaging Instruction 968 section IB.
0
C
@ | BB
‘iﬁ g Cargo Aircraft Only.
A8 A A% 8: A28 H:
Inspection Date: 2018-12-15 Issue Date: 2018-12-15 Effective Date: 2019-01-01
/
&ix
Comment
£ \L 3 AL %51
Approver: «) 'W Checker: -
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No. Inspection results and other things

AR FAR b CFERE RY (60R) [LAFRIFRDGR] 3. 9. 2. 6. 1(e) M5 (R it i BAR RHEAT Ui o
AFR S BT IR R it AN B T DR 204 i DR A [l (R B L
AR BT B e IR HEAT LA R A R H LS B, AR TS .

1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in IATA DGR 60th 3.9.2.6. 1(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
A BRI R (RS BB AARHET L) R LIRS 38, 3/NATH R MR ZER
R AR AR T 1. 20k A .
Lithium cells and batteries listed in this report are of the types proven to meet the requirements of each

2 applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38.3.
The package has passed the 1.2m drop test.
MR R R A, LT RE RIS aEET.
WLt EL A 3 240 B R R
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed

3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits.
DGR [BHBAMEIS H) i SRR SRS A B TEARE A IR B A, HF HA MM St int, I5i2 it
48. 2. 1518, 2. 2 A KIE I B R
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s

4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8.2, 2.
V2 U PO SR P Lo P4 (DGRERVT. 3. X) 9%, 4G A0 URDGR AT, 1. OB i AT B i
MU A SIEEDCRT. 1. 4. 1(a) 70 (b) BRI, MEAMAT. 1. 4. 1(c) HERANL W HUAT QR AFIHIE.
AR “AURBEHL” 472 (DGRET. 4.B) .

5 Each package must be durably and legibly marked with the mark shown in Figure 7. 1.C in IATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR).
Each package must be marked in accordance with the requirements of 7.1.4. 1(a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4.1(c) must be marked on the package.
Each package must be labelled with the "Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).
R E 3 LEIR IR (1. ASTARRAN) , 2. LRSI, 3R SMRMIE, 4. DRSIAE hiks. 1AM IS ER
S REETE A — e m .
Cells and batteries must not be packed in the same outer packaging with dangerous goods classified in Class 1

6 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1
(flammable solids) or Division 5.1 (oxidizers).
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