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Sample name: Lithium manganese dioxide button battery CR2032 3.0V 220mAh

Fieflr 0 omRHERAT

i}i,‘ﬁ_/{j_ . ;“tﬁﬂﬁ}‘é(kiﬁ) LA PR )

S’ o’ Y $
tiE B TE AT F PR F
Shanghai Research Institute of Chemical Industry Testing Co., Ltd

R

= & _
By Air E%f-?
Ir




B Wiz St A

Certification for Safe Transport of Chemical Goods

NO. 2119014254
Page 1/3

. O (BN At / R LA (L U Fgth) /40 Lt (413m) /a1 An U it/ AnNa Bl O
% X W?ﬁﬁ%)/EjrlFﬁ‘?tﬁ/@t‘.Fh?’dl/-’fﬂ?l‘l-’f‘éﬂfﬁﬁﬂ/ﬁl?ﬂFE?&/@JEFE?&/%’;L’.&EEﬁ,ﬁﬂ/@—:ﬂ%ﬁfﬁ.?&/
- 2 AR Chinese | KTS %% CR2032 7lfZk 3.0V 220mAh
Sample
name X Lithium manganese dioxide button battery CR2032 3.0V 220mAh
English
E X8 A A7 B4y B 7
Consignor /
L Y oA OB D¢ (AR HPE A B 2 ]
Manufacturer /
T . 25 B FHES SRS (faiRAu 60R
Inspection method and procedure IATA Dangerous Goods Regulations (DGR) 60th Edition
S, 1 6 0 T o SR RN IR AL 5
Sample appearance Black Plastics ccment and plastics film shell
aEHEE 1 e 34 7% I <2, Ske.
Package information Lithium batteries total net weight<<2. bkeg.
59 o, bt R 5 % & Capacity HEF KN
NO. Battery type Model /424-¥Li content Placement
R 7 H A 4 S AL CR2032 220mAh / <0.3g R ST
1 |Primary Li-metal single Battery only
cell battery

1. fa iR A (Hazards identif ication)

FT.
_ | Miscellaneous.
m
X z |2 2R BRSNS (ER SN 2R (Suggestion according to IATA
- |DGR)
3 Shipping name:Lithium metal batteries
g Class or division:9
& 3 |UN Number:UN3090
(3)
=z ) . §
S |3 3T K (Packaging requirements)
s 8 |13ty yI0685E 1B TR /AHL .
e % The goods are packaged according to the Packaging Instruction 968 section IB.
c
@ | BB,
* % Cargo Aircraft Only.
A8 &4 8 8: A
Inspection Date: 2018-12-03 Issue Date: 2018-12-03 Valid
/
&ix
Comment
VN LA W £ 2 g
Approver: “ 'VU/' Checker: Y Appraiser:




%#@iﬁﬁ%ﬁl‘éfi% NO. 2119014254

Certification for Safe Transport of Chemical Goods Page 2/3

V-t ]

Wi R A FALER

No. Inspection results and other things
AR A IbIKE (E BN (601%) [ LA T f%RDGR] 3. 9. 2. 6. 1 (e) HLE (0 FURE BAR REEATHIE
A& FrR b A R T R AR E R E e,
A3 45 TR FE I AR HEAT LA I ERAL 1 Dy H (1) MLETER, ARTIEFA R,
1 Lithium cells and batteries listed in this report were manulactured under the quality management programme as
described in IATA DGR 60th 3.9.2.6.1(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
A3 45 BT IR 40 e ith LA 3T (B2 ERBFARAET-E) S 1113843 38. 3/ AR IR EE R
AR AT, onBTE AR
Lithium cells and batteries listed in this report are of the types proven to meel the requirements of each
2 applicable test in the UN Manual of Tests and Criteria, Part 111, sub-section 38.3.
The package has passed the 1. 2m drop test.
W sE AR EEAALEN, T RRE R TES e
B ot LA 3 24 O B R B I
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed
3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits.
DGR IB%M}EJ?.B‘J@?&M\?ﬁ*&ﬁ%&‘éﬂ%ﬂi%ﬁ[‘ﬁkiP‘a‘Eii‘PiﬁiZﬁ: 3 H GRS R ER, HERLAE '
48. 2. 18, 2. 2 I SKIE A K. — ’
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s . 9
4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information j’i V)
required by 8.2.1 and 8.2.2. 9 2Fih
2 i FE 028 Pt s R A48 (DGRIEIT. 3. X) 5, T/~ B A RDGR T, 1. TN AT W (AR IC .
/MBS AEUUEDGRT. 1. 4. 1(a) Bl (b) BRAwic, SE5HHT.1.4.1 (c) KR LU I R FAFH I
R DN “DUREFL FR3E (GRET. 4.8) . s
5 Each package must be durably and legibly marked with the mark shown in Figure 7. 1.C in IATA DGR in addition to //T,q(
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR). V¢ &
Each package must be marked in accordance with the requirements of 7.1. 4.1(a) and (b) in IATA DGR and in addition [
the net weight when required by 7. 1.4.1(c) must be marked on the package.
Each package must be labelled with the "Cargo Aircraft Only” 1abel (Figure 7.4.B in IATA DGR).
A 5 58 L R (1 ASTHRA) , 2. LSRR, 325 S IRAA, 4. 1RSI EARERS. 1AL TS ke
AASEAE R — MR .
Cells and batleries must not be packed in the same outer packaging with dangerous goods classified in Class 1
6 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1
(flammable solids) or Divisiom 5.1 (oxidizers).
¢
7
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