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Sample name: JHT LITHIUM BATTERY CR2032-J030-C 3.0V 220mAh
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. i, HHRI . Adndih. Mdih )« B, ﬂﬁﬁfﬂvt‘ TG (RN
- P X i) o BN, HETE CRWFERD) o RAAC () (RN JHT CR2032-J030-C
*‘?‘wﬂgﬁ Chinese 3. 0V 220mAh
Sample
name S 4 JHT LITHIUM BATTERY CR2032-J030-C 3.0V 220mAh
English b
k1o A %8 o, [ B JB A 7 B )
Consignor LongTrump International Co., Ltd.
s S WAERERHE (B HRAF
Manufacturer Pro—Tek (Shenzhen) Co., Ltd.

Ml gk, #i}-?» EEfiridihs (RRAFNY 605

TATA Dangerous Goods Regulations (DGR) 60th Edition

Inspection method and procedure
H I R R
Sample appearance Black Plastic film shell
QEMHE & 0L T <2, Ske.
Package information [.ithium batteries total net weight=<t2.5kg.
A5 o, At A5 %% Capacily MEF X
NO. Baltery lype Model /424¥Li content Placement
i) 76 o 4 0 LA Lt JUT CR2032-]030-C 220mAh / <50.3g H B S
1 [|Primary Li-metal single Battery only
cell battery }
1. fE 4R (Hazards identification)
FAR -
_ | Miscellaneous.
% ;
¥z (2. ZEiHEENE S GEREEND 7r81HK0 (Suggestion according to IATA
= |DGR)
2 Shipping name:Lithium metal batteries
(:2 Class or division:9 :
£ 3 |uN Number:UN3090
(0]
2z N N 4 =
5 |3 AP K (Packaging requirements)
O | HEFRIT968H IBEE S TSk p
il (27 The goods are packaged according to the Packaging Instruction 968 section I
Q
(=
@ | LR,
,;g % Cargo Aircraft Only.
5 R M A% 8 M
Inspection Date: 2018-12-02 Issue Date: 2018-12-02
/
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Inspection results and other things
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Lithium cells and batteries listed in this report were menufactured under the quality management programme as
described in JATA DGR 60th 3.9.2.6.1(e).

Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons

Lithivm cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal. £

AR FIAM AR BT OSBRI S 11438, 3/ M TAH R ERAESR .,

A AT 20BN

Lithive cells and batteries listed in this report are of the types proven to meet the requirements of each
applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38.3.

The package has passed the 1.2m drop test.

sy A ﬂéﬂ?l’iﬁ%w LL}'E?‘[EH!’JHNQ:%@.%KP
it K I 2 A e R . :
Lithium cells and batteries are packed in inner packaglngs that completely enclose the eell or battery and placed
in a strong rigid outer packaging.

Cells and batteries ave properly protected to plevent shoxt cizcu1tq

DGR IB’*MHFI{H’I%LMJ@E%E%SW }ﬂfﬁfﬁ&kiﬁ?ﬁfﬁwﬂ;zﬁ JPE.%{IHJ% SRR, FLRsL A
8. 2. 1H18. 2. 2ok A 3Rk -
Cells or batteries shipped under the provisions of Section IB in TATA DGR must be d65011bed on a Shipper' s
Declaraticn as set out in Section 8, and the air waybill, uhen uqed must contain the applicable information
required by 8.2.1 and 8.2. 2. i .

Egig RS fﬁmfﬂ%i’ih% {DGRE7.3.X) &ln i&’\ﬂ%ﬂ M@rf‘DGRFﬁ;IT L. Cﬁfzj\ﬁiﬁﬁ)\muﬁﬂ’ﬁma

A FHEDGRT 1. 4. 1 (a) F(b) TORERID, thAF47. 14, 1(c)ﬁ§ﬁfkﬁﬁﬂz\;ﬁlhﬂﬁL%H I g
B AR BRET IURHL” #7%5 (DGRIET. 4.B) . :

Bach package must be durably and legibly marked with the mark Shown in Plguie 7 1 .C 1n TIATA PGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.% in [ATA DGR) [P

Bach package must be marked in accordance with.the 1cqu1lements of 7. l 4. 1) and {b} in IATA DGR and in addition
the net weight when required by 7, 1.4, 1{c) mist be marked op -the package.

Fach package must be labelled with the Catgo Aslc!aft 0n1y lahel(Flguxe 7.4.B in TATA DGR).

b A7 5 SRS (1. 4STRERAL) »}7:55’& ik, %3?&'%5?&:{1%, 4, 10 B PAR RS, 1T b
W Ep (TRl I U

Cells and batteries must not be packed in the same outer packaglng with dangerous goods classified in Class 1
{explosives) other thon Division .45, Division 2, I (flammable gases), Class 3 (flammable liquids), Division 4.1
(flammable solids) or Divisien 5.1 (oxidizers). -
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