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Sample name: acer Rechargeable Lithium Ton Battery Pack
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Sample
name E acer Rechargeable Lithium lTon Battery Pack
English
Ft P 0K ST B FL A B 2 ]
Consignor Nanjing Nexcon Electronics Co., Ltd
LYl A P 50 R0 Fl A7 B A )
Manufacturer Nanjing Nexcon Electronics Co., Ltd
BTk, #25 bRtz iimbhes b mny 61

Inspection method and procedure IATA Dangerous Goods Regulations (DGR) 6l1st Edition

TSP, BCOIRIRE R DRI NS ARG
Sample appearance Black Plastics cement and plastics film shell
@}i#ﬁ,@; AL AT T < 10kg.
Package information Lithium batteries total net weight<10kg.
5 AP K A5 4% Capacity KEH X
NO. Battery type Model /424-%Li content Placement
T 7 A T ] AC14B18) 36. 7Wh CER{URER T B
1 Rechargeable Li-ion Batterv only
battery ’ '
1. fEBe MRS (Hazards identification)
PR
_ | Miscellaneous.
m
%z (2. SRR ARSI CER Y FrE 92K (Suggestion according to IATA
4 DGR)
— | Shipping name:Lithium ion batteries
g Class or division:9
78
2 — | UN Number:UN3480
¢
s |3 A TSR (Packaging requirements)
O | FRADAEBEHIIO5 5 IR 43 TR JpI
e % The goods are packaged according to the Packaging Instruction 965 secti
=2
c
@ | AR B
‘i@ % Cargo Aircraft Only.
AT B A 2 H
Inspection Date: 2020-01-10 Issue Date: 2020-01-10 10
/
&iE
Comment

B3 L v CEoA Y =2 X n 7%
Approver: %&‘ 'W‘ Checker: /? ' Mﬁ/ Appraiser:
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No. Inspection results and other things
A AR AL LR (RS (61RR) [ LA RIFKDGR ] 3. 9. 2. 6. 1 (e) JU 5 M A% B4k 2R A T i
AR BT F vt A S DR 24 [ DR 9 [ £ A e it
AR T A AN AT CA Rk AR T H A, B T2 it
1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in TATA DGR 61st 3.9.2.6.1(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
AR PR A Tl (A I ABRAE T 5511 1RB4338. 3/N 45 AR Y B4 355K
R RERE RS2 1. 20k V%R .
Lithium cells and batteries listed in this report are of the types proven to meet the requirements
2 of each applicable test in the UN Manual of Tests and Criteria, Part [1I, sub-section 38. 3.
The package has passed the 1.2m drop test.
UN38. 310 ML 5 g o
The UN38.3 Test Summary No. (s)
811900000268651
RIEES SR RE T ok e N
Please scan the QR code on the right for more information.
PRSI PR Ao AL,
PV EL A 3 224 1) o T % 445 M
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed
3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short cirvcuits.
{ZDGR TR ¥Eda 19 FLith L6 AUAR s 08 0 70 WLt ¢ 4T3 N PRI ek s JF 1948 M AR s T8 B, 1532 0 ) 24,
8. 2. T8, 2. 2v M S ]k
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper” s
4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8, 2.2,
BRALH O AL it 16 B P AR 468 (DGRIIT. 3. X0 Ab, B ML P b AT%EDGRIKI 7. 1. CHT R i I R 3 »
REANLEEAF U IEDGRT. 1. 4. 1(a) A1 () TR BRI, UhAR 7. 1.4 1(e) 45 BRI R A V] G 5 T
RN ELBAF L IGTT “ALHLETHL" bR%E (DGRIAT. 4. B) .
5 Each package must be durably and legibly marked with the wark shown in Figure 7.1.C in [ATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR).
Each package must be marked in accordance with the requirements of 7. 1.4. 1(a) and (h) in TATA DGR and in addition
the net weight when required by 7.1.4.1(c¢) must be marked on the package.
Bach package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).
ARITZACEAL W], AR HTRATE it s (hadiond, LA IR A 040 AR 4708 72 18 (R30%.
According to the statement of the consignor, lithium ion cells and batteries listed in this report
5 must be offered for transport at a state of charge (So() not exceeding 30% of their rated capacity.
D
AN L33 LA k(L ASTBRAY) , 2. UM MRACIR, o ShMiih, 1. LB MR s, 1L T o B e
i B[R] — MU aR AR S A .
Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
7 Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids),

Division 4.1 (flammable solids) or Division 5.1 (oxidizers).

~IAIF: 613017




ﬁ#@iiﬁ%’f*%fi% NO. 2120136897

dvorn Q)
Certification for Safe Transport of Chemical Goods Page 3/3

286,04 b T
¢k
{ vkl
L]
P s Nl W i

sl 45 kel



