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# % AR Chinese
Sample S—
name £ Rechargeable Li-polymer Battery Pack (11.4V, 3720mAh, 42. 4Wh)
English
E XX RS (CE48) TR A
Consignor Murata Energy Device Wuxi Co., Ltd
Ey LY BT REE (T8 B A R
Manufacturer Murata Energy Device Wuxi Co., Ltd
.- 3. HEMzEHmthe (Rl 61hK
Inspecﬁ.li&hziod anﬁiedure TATA Dangerous Goods Regulations (DGR) 61st Edition
Y] B IBRE R WE R RS S
Sample appearance Black Plastics cement and plastics film shell
G L 8 5% T < 10kg,
Package information Lithium batteries total uet weight <10kg.
A5 KX X3 5 %% Capacity HEFX
NO. Battery type Madel /4245-F1i content Placement
o 75 B TP T AP13]4K 3720mAh 42. 4Wh 1t B 5
1 Rechargeable Li-ion Battery only
battery
L. BBt iR R (Hazards identification)
FIR,
— | Miscellaneous.
o
£ 2|2 %‘ﬁ&ﬂﬁ@%ﬁt%ﬁéﬁm% (Al 2 AY A3 FERGSSIT (Suggestion according to TATA
= |pal
=2 Shipping name:Lithium ion batteries
9 |Class or division:9
& 3 |UN Number:UN3480
02 3. BEEK (Packaging requirements)
& g R H965 B IBLE4 Bk AT,
& |The goods are packaged according to the Packaging Instruction 965 section IB.
2
c
2 | {REHL.
#* g Cargo Aircraft Only.
#ege B JH: . _ -2 4P T ) 2 3:F
Inspection Date; 2019-12-09 Issue Date; 2019-12-09 Effective Date:  2020-01-01
/
&ix
Comment
B VA A Yz B
) ,‘ 'W/) /? { : \
Approver: Checker: Appraiser: \,_/
L




WHiE iy 5k K B NO. 2120012892

Certification for Safe Transport of Chemical Goods Page 2/3

A%

IR R A E R

No. Inspection results and other things
AR PTIR B EFR (ERG Y (615R) (LUFTEFRDGR] 3. 9.2.6. 1 (e) WE R BE Bk AT .
AR 15 BB a0 i i R B T 20 2 B R 73 (14 Pt
FREFIRE RO BT U R s B 5 B MEIREEH, PR TEFE b,
1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
deseribed in IATA DGR 61st 3.9.2.6.1(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not he
shipped for recycling or disposal.
FREFrAE B Dl (A ERB AT SEITTHES338. 3/ AHRZ Ut sk
BRAERT]. 2B R,
Lithium cells and batteries listed in this report are of the types proven to meet the requirements
2 of each applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38. 3.
The package has passed the 1.2m drop test.
UN38. 3IAB M E 4 5 The UN38. 3 Test Summary No. (s)
811900600026247
VIR B HEH AN =4, Please scan the QR code on the right for more information,
BT LB NN, TR R R b e
RS M0 R
Lithium cells and batteries are packed in inncr packagings that completely enclose the cell or battery and placed
3 in a strong rigid outer packaging,
Cells and batteries are properly protected to nrevent short circuits.
DGR IBFR4+LAE I PR 1t 4 AR A 228 BUEREFCE N BRI, 0 SR R S R, 3 Y 1)
B8, 2. 1AI8. 2. 2 A G T8 ok
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s
4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8 2. 2.
RRERIORME fL it FEIR P28 (DGRET. 3. X) 4F. 2 FL 3% FF A6 R FRDGRET T, 1. CHl Ui AT M 970
TR U IEDCRT. 1, 4. 1(a) 1 (b) Eslkhnid, UEAR T, 1 4. 1 () B BRI ISR Bibe i @M E.
GBI BIUEE RS 5555 (DGRIET. 4.B) .
5 Each package must be durably aud legibly marked with the mark shown in Figure 7.1.C in TATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3, X in TATA DGR).
Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4.1(c) must be marked on the package.
Each package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).
BBZILAN AN, AR5 R B T RIS (e T, Foar AR AR L BUA B L A E 2 B 19 30%,
According to the statement of the consignor, lithium ion cells and batteries listed in this repert
6 must be offered for transport at a state of charge (SoC) not exceeding 30% of their rated capacity.
ARG IR (1 ST, 2. \BIBIRAIE, B3kRBmlh, 4. 1705 MR R 385, 1 D RS ek
MERER—IMERESTEN.
Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
7 Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids),

Division 4.1 (flammable solids) or Division 5.1 (oxidizers).
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