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for Safe Transport of Chemical Goods
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Sample name: ACER LITHTUM-ION BATTERY AC14BSK(15.2V 48Wh 3220mAh)
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Chongging C-Tech Technology Co., Ltd.
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L inese

Sample
name £ ACER LITHIUM-ION BATTERY AC14BSK(15.2V 48Wh 3220mAh)
English
e b TN TR A R A F
Consignor Chongging C-Tech Technology Co., Ltd.
4L R R R A
Manufacturer Chongging C-Tech Technology Co., Ltd.
werixk. 5 EERAAER S (EBsEIY 614
Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 6lst Edition
FE LI PR SN S SR IR A 5T
Sample appearance Black Plastics cement and plastics film shell
QR & 40 e i 444 B < 10k

Package information Lithium batteries total net weight < 10kg.

A5 o, A A5 &% Capacity AEFX
NO. Battery type Model /424§ Li content Placement
[DFLEh ek k] AC14BBK 3220mAh 48Wh F it LA T
1 Rechargeable Li-ion Battery only
battery ’ )
1. fE e iR (Hazards identification)
=I5

Miscel laneous.

o
¥ 2 |2 mEHBERREERDS (ER&HN) 72T (Suggestion according to TATA
- DGR)
— | Shipping name;Lithium ion batteries
y g Class or division:9
Z = | UN Number :UN3480
o
z , . :
- 3. FLAEEESK (Packaging requirements)
O | EEHERIHIES S IBER 75 Bk 40 1
e (Z’ The goods are packaged according to the Packaging Instruction 965 section IE.
=
@ R KEL.
# % Cargo Aircraft Only.

e E A . - -2 AR . 4 2 8 J: ‘
Inspection Date: 2019-12-27 Issue Date: 2019-12-27 Effective Date: 2020-01-01
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No. Inspection results and other things
Kﬂ%%ﬁ%%ﬁﬁ%«ﬁ%ﬂﬂ%ﬂ(mﬁﬁ%?ﬁﬁﬂmj&926NMMEWﬁ§%ﬂW§ﬁﬁMﬁU
AR G P i B i 9t S T A 2 4 T B 4 T 4 e
AAR G BT R A it AN AT LA I B A B H I IS, R T E e e it
1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in TATA DGR 6lst 3.9.2.6. 1(e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal
AR IR i DAl (B AR AR vE AL FIITEAR38. 3/ MR A B sk
e R AZ L. 2B kR L8 .
Lithium cells and batteries listed in this report are of the types proven to meet the requirements
2 of each applicable test in the UN Manual of Tests and (riteria, Part ITl, sub-section 38.3
The package has passed the 1.2m drop test
UN38. 3t I it L e =
The UN38. 3 Test Summary No. (s)
811900400535283
TEANE LTG0 e,
Please scan the QR code on the right for more information.
M e R BRI, 7 T IR [ f RIS B o
et LT A 1 A 5 S s
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed
3 in a strong rigid outer packaging
Cells and batteries are properly protected to prevent short circuits.
TXDGR TB 43 +E 12 7 A R 4 HAFE 57 8 08 43 ASE FE 418 AR BB PR 3E, T L P = T 2R 0 iz g
8. 2. VRN, 2. 2P fiscidEHI E sk .
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper' s
4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8.2, 2.
BRAST HI 92 40 HiL 14 fi G PEAR S (DGRIZLT. 3. X) 4, A~ EL 3SR 0 R DGRIEIT. L. CHII BRI it o B B«
R EATLAIEDCRT. 1. 4. 1) 0 (0) BERBRIC, Basb247. 1.4, 1(c) A7 s MR % AT 0 28 1 2
BN BRA BN IR IHL” FR2E (DCRIET. 4.B)
9 Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X% in IATA DGR)
Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4. 1(c) must be marked on the package.
Each package must be labelled with the "Cargo Aircraft Only” label (Figure 7.4.B in IATA LGR).
RBESCAAL A, AR FTIR T i 58 3B, AT o s 2 B AT A (1 30%.
According to the statement of the consignor, lithium ion cells and batteries listed in this report
6 must be offered for transport at a state of charge (SoC) not exceeding 30% of their rated capacity.
it AP S IREIER (1 4SHBRSL) , 2. LB B MS ik, B3I E MG, 1. 1505 PR fh k5. LI A P R S e B
SRR AR Sk
Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
7 Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids),

Division 4.1 (flammable solids) or Division 5.1 (oxidizers).
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“" Mik AC14BSK (4ICP5/57/81)

Fachangeatie Lw lon Batery Po - (MM F0 RE/4TM F B E)
(BB WE Rating 152V — Typ.3220mAh/48Wh

(Mm-nm 172V =(HESR)Min. 3090mAhEEWH

EU 3090mAh
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