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Sample
name *x Lithium manganese dioxide button battery KTS CR2016 3.0V 83mAh
English
=i Ve IR RAR
Consignor /
Yl ¥ XTI (KAR) WIBA R A
Manufacturer /
BTk B [MBRRLZIE M b2 (ke S BNT) 61/
Inspection method and procedure IATA Dangerous Goods Regulations (DGR) 61st Edition
F b, B (OERFITAR A R
Sample appearance Yellow Button plastic film shell
LE T B HALNIRT<2. Skg.
Package information Lithium batteries total net weight<2. 5kg.
A5 LR ES A5 2% Capacity KEFX
NO. Battery type Model /424-%Li content Placement
AT A G e S CR2016 83mih / <0.3g HLt A Ay
1 [Primary lﬁ—gettztal single Battery only
ce attery
L. fERE IR (Hazards identification)
ARI0,
_ | Miscellaneous.
&
%z |2 ZEEEEFRSERTS (KRR I RIFETR (Suggestion according to TATA
= |DGR)
L Shipping name:Lithium metal batteries
. § |Class or division:9
. = [UN Number:UN3090
o
i 3. B3FER (Packaging requirements)
g O | IHUALBLVI6BS IR TR Jp R,
= % The goods are packaged according to the Packaging Instruction 968 section IB.
a
c
@ [ B
#® 9 Cargo Aircraft Only. %
\,
U B -3 §:E T A 438 " N
Insp:ction Date: 2019-12-17 Issue Date: 2019-12-17 Effective Date: 2020-01-01
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No. Inspection results and other things
A AR ILI (R MBI (6180 (LA T T FROCR] 3.9. 2. 6. 1(e) BLAZ KBt B A PR Bl AT T
&
1 AR TR AT 7t AN T T IR 22 4 B TR 4 i fg 4 o L3k
AR A HE I S HEAT AR A O B IS 185, s T 1k A it
Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in TATA DGR 61st 3.9.2.6.1(e)
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
ARG IRl B (A RS AEET MY SBIIIH438. 3N WA IR E K
ML (1. oo S
B eI RS2 1. 2mBk RS
9 Lithium cells and batteries listed in this report are of the types proven to meet the requirements
of each applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38.3
The package has passed the 1.2m drop test.
UN38. 3iA35 Mt T4 ' The UN38. 3 Test Summary No. (s)
811900500102393
AN A5 047 0. 4FT9. Please scan the QR code on the right for more information.
PRI TE A BT N AdE R, T R (RIS s eh
i it BRI R B e B 4t
Lithium cells and hatteries are packed in imner packagings that completely enclose the cell or battery and placed
3 in a strong rigid outer packaging
Cells and batteries are properly protected to prevent short circuits
{LDGR BB 73 FGIE M7 B ith L6 ST AR SE8 R 3 MLE 7R 4B N TR A R fliadk s JF MEMER S faE ), 1458
WAL 8. 2. TRI8. 2. 27 M e dE B K .
Cells or batteries shipped under the provisions of Section IB in TATA DGR must be described on a Shipper’' s
4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8.2.2.
FrAd OSH B it fE RS R % (DGRAT. 3. X) b, AN EEF L ZZDGRIAT. 1. CH /I A3 Wi K AR i o
FEABEEN L AUEDORT. 1. 4. 1 () Al (b) TRKFIC, BRAPH7. 1. 4. 1 (c) 47 TR KR FUbR B ALEE 1) v T .
- FEAN R ZNGTT “AXPRIRML” bR% (DGRIAT. 1. B) .
2 Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR). _
Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4.1(c) must be marked on the package
Each package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).
Bt NP5 S LR B (1. ASTRBRAE) , 2. LIRS AR, B3 GIRMUIK, 4. LIRGIRIEAELS. 1305 L L
WS K AL TR S B A Y o
Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods.01§551f1ed in
6 Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids),
Division 4.1 (flammable solids) or Division 5.1 (oxidizers)
/
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