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CR2032 3.0V 220mAh

Sample name: JHT LITHIUM BATTERY CR2032 3.0V 220mAh

Kb fy o BEUERRGTHAT

Long Trump International Co.,

=229 £ EERHRHEE GRYID IR A
z3 }i $4‘L : Pro-Tek (Shenzhen) Co., Ltd.

L1 BR P
Shanghai Research Institute of Chemical Industry Testing Co., Ltd




WiE e B

NO. 2121010041

Certification for Safe Transport of Chemical Goods Page 1/3
. MR, AL 20, BRI LD L it ARG m et R CRILN AR
- i W) o AgnEtA b, ATl ORW AR L RES (5 Rt AR B AR
H ot AR Chinese | 'Ll JHT CR2032 3.0V 220mAh
Sample
name k£ JHT LITHIUM BATTERY CR2032 3.0V 220mAh
English
i A Pt H D 575 i A B 2 )
Consignor Long Trump International Co.,
& EH A AR RRHE. GFRIID AIRA
Manufacturer Pro—Tek (Shenzhen) Co.,Ltd.

W%k B

Inspection method and procedure

M prfi s zimthe CFERAIINY 624k
TATA Dangerous Goods Regulations (DGR) 62nd Edition

AP NG R (RN L
Sample appearance Silvery Button metal shell
QX MHZ 8 b F <2, Skg.
Package information Lithium batteries total net weight<<2.5kg.
R o, R K iy %% Capacity KEF X
NO. Battery type Model /424-%Li content Placement
AT 7 LA L S CR2032 220mAh / <0.3g A b L AAE A
1 Primary Li-metal cell Battery only
1. MR (Hazards identification)
_|Miscellaneous.
o
%Xz SR E GRS ERS (ER BN FrBR2ET (Suggestion according to TATA
= |D6R)
— | Shipping name:Lithium metal batteries
Q |Class or division:9
& 3 | UN Number:UN3090
(@)
z . ;
o |3 A 3EE K (Packaging requirements)
s O | HeQAEBRIIO68I RIS LR AN,
= % The goods are packaged according to the Packaging Instruction 968 section IB.
O
c
@ | {msHL. —
_%_,‘\ % Cargo Aircraft Only.
\\“
AR B 2% B ¥ \ﬁ'
Inspection Date: 2020-11-12 Issue Date; 2020-11-12 Ef c-t\lv Datq’*
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No. Inspection results and other things
AR BRI CFER R (625) (LA FHIFRDGR] 3.9. 2. 6. 1 (e) 5 Ky I it 5 HE 1A R 1T i
AR A TR A e TR e A e A B D (Rl R 4 R
AR BRI AN HEAT AT AR A H OIS 18, ANd i i it .
1 Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in TATA DGR 62nd 3.9.2.6. 1 (e).
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or butteries, and they will not he
shipped for recycling or disposal.
A4 TR I B ) (S BRI RARET Y SR TTIHESr38. 3/ I Il ok
(B HENE IR 2 1. 2k YR
Lithium cells and batteries listed in this report are of the types proven to meet the requirements
2 of each applicable test in the UN Manual of Tests and Criteria, Part 111, sub-scction 38.3.
The package has passed the 1. 2m drop test.
UN3R. 3R I 5
The UN38.3 Test Summary No. (s)
811900200310565
VEAR 7 BT 00— et
Please scan the QR code on the right for more [nfurmation,
LR Tk e S B AR oed I (VA I e V| E O 2 S v O
E It L3 2 1 7 R B R
Lithium cells and batteries are packed in - inner packagings thal-completely enclose the cell or battery and placed
3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits,
JRDGR IR 43 FEIZ f T, T 0 ZBURE 3 38 870 43 s AE R0 A B 38 JF BN BRI ), BRis e g
8. 2. LS. 2. 2l skad A uisk
Cells or hatteries: shipped under the provisions ofiSection 1B in IATA DGR must be: deseribed on a Shipper’ s
4 Declaration as sct-out in:Section 8, and theiair wavbill, when used, must contain the applicable information
required by 8. 2.1 and 8.2, 2.
B4 92 0 Wb 5 16 1 B 6 (DGRTET. 3. X) Ay B B 4 6 A4 DGR 7. 12 CH % (i AR W b
A HE A D AHEDORT. 1. 4.1 (a) AN (DY BERFFRAL, #hAh 7. 141 () AT ERINIL L AR i B TR .
TR LI DRI F745 (DCRIET 4. B) 5
5 Each package must he durably and tegibly marked with the mavk-shown in Figure 7. 1.C in TATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in 1ATA/DGR).
Fach package must be marked in accordance with the requirements of 7.1.4.1 (@) and ) in TATA DGR and in addition
the net weight when required by 7. 1.4, 1(¢) must -be marked en-the package.
Each package must be labelled with the “Cargo Aircraft Only”:dabel Figure 7.4.B in IATA DGR).
AN 5 8 T A (L. ASTRERAE) , 2. DTG IASTR, AB S IR, 4. LI AR I A alia. VIS4 AT S b
SR ALEETE ) AR A UREN.
Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
6 Class 1 (explosives) other than Division 1.45, Division 2.1 (flammable gases), Class 3 (Ctammable Viguids),
Division 4.1 (fTammable solids) or Division 5.1 (oxidizers).
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