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Certification
for Safe Transport of Chemical Goods
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ACER LITHIUM-ION BATTERY AP19B8K (11.25V 43.08Wh 3831mAh)

Sample name:
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-§%$h ’ Chongqing C-Tech Technelogy Co., Ltd.
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é‘}tjﬁ{.’— ’ Chongging C-Tech Technology Co., Ltd.
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Shanghai Institute of Chemical Industry Testing Co., Ltd
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PEATAD Chinese
Sample
name EX ACER LITHIUM-ION BATTERY AP19B8K (11.25V 43.08Wh 3831mAh)
English
Fitf4r R PR R A ]
Consignor Chongging C-Tech Technology Co., Ltd.
S ¥ R R TREARA A
Manufacturer Chongging C-Tech Technology Co., Ltd.

wWkhFiik, 25 B EHE (RRHEN) 62k

Inspection method and procedure IATA Dangerous Goods Regulations (DGR) 62nd Edition

A sush A, REBEHERSN T

Sample appearance Black Plastic film shell

OB L 1 P b 8 4 TR < 10k

Package information Lithium batteries total net weight<10kg.

5 LRELE S B ' %% Capacity HEF K
NO. | Battery type Model /424-FLi content Placement

T 75 el L s T L AP19B8K © 3831mAh 43. 08Wh Wi B i
1 Rechargeable Li-ion Battery only
battery

1. e tEiH % (Hazards identification)
EA
Miscellaneous.

3 ﬁiﬁﬁﬂﬁmﬁﬁfﬁf@ﬁfﬁ}% (fol S ARm)) Fr3E A7 (Suggestion according to IATA
DGR) ;

Shipping name:Lithium ion batteries

Class or division:9

UN Number:UN3480

3, A EEE K (Packaging requirements)
P B 1 AN 965 55 IBAR 4 TR 7 AT

The goods are packaged according to the Packaging Instruction 965 section IB.

PR AL

Cargo Aircraft Only.
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No. Inspection results and other things
A BTkl iy 3 R (FEBe M ARI) (620%) (LA FRIFRDGR] 3. 9. 2. 6. 1(e) il i L B 28 (R adbAT il
A BTiA EL e i AN E T Bl 4 R B 7 [ H R F
AcHR & Bk B et AN HEAT DA R R AL B B (M A s, AR T A,
L Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in IATA DGR 62nd 2.9.2.6.1(e).
Lithium cells and balteries listed in this report are nol the defective cells or batteries returned to the
manufacturer for safety rcasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
AT BT R e R (IS E A AR T S TTTATST38. 3R R R K
RS R L. 2ngkis L .
Lithium cells and batteries listed in Lhis report are of the Lypes proven to meet the requirements
2 of each applicable test in the UN Manual ol Tests and Criteria, Part III, sub-section 38.3.
The package has passed the 1.2m drop test.
UN38. 3k E S S
The UN38.3 Test Summary No. (s)
812100200830292
A i A T AR
Please scan the QR code on the right for more information.
Wb FE RN AN, T EEGRIESM .
Pl LA T 2 B B R R I '
Lithium cells and batteries are packed in.inner packagings that completely enclose the cell or battery and placed
3 in a strong rigid outer packaging. : ‘
Cells and batteries are properly protected fo prevent short circuits.
FDOR IBAS4 G (0 L b Z3UA A, 5758 0 A0S TEHEA2 A AR S i i BRI B AT, s A
48, 2. I8, 2. 24 A GG K ,
Cells or batteries shipped under the provisiens of Section IBin IATA DGR must be described on a Shipper’ s
4 Declaration as set out in Section 8, and the air ‘waybill, when used, must contain the applicable information
required by 8.2. 1 and 8.2.2. ;
Wi 1 ] 922 0 P 1 1 P P b e (DGRIELT. 3. X) Spy /4 4 44 ZUDOREEL 7. 1. Cfpafiitint 2, i i (o ic -
SR PR SREEDORT. 1. 4.1 (a) Al (b) ZERbRic, UEsh=7. 141 (e) A BRI 00 550h5 ) B PE P .
ARSI “ LR Bt HL ™ $n2e (DCRIEIT. 4:B) =
5 Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR).
Each package must be marked in accordance with the requirements of 7.1.4.1 (a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4.1(c) must be marked on the package.
Fach package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in TATA DGR).
TRIEEFE W], AR & BTk a0 1 AT A E i T R A A AN L A 2 BLAT30%.
According to the statement of the consignor, lithium ion cells and batteries listed in this report
6 must be offered for transport at a state of charge (SoC) not exceeding 30% of their rated capacity.
TSR R (L ASTN, 2 LA, POk B, 4. L SE s, AR R
AL TE [ — M s SR N .
Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in
T Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids),

Division 4.1 (flammable solids) or Division 5.1 (oxidizers).
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