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Certification for Safe Transport of Chemical Goods

) ACERTLES 185 Fa b/ 4 B e ilb /4R el il (WIS B /s RBD 461k (B FRTb A /40 & 7 sy dl)
¥ AP1BCBK(11. 25V, 48. 85Wh 4343nAh)

e 4 A Chinese
Sample Name

ACER  LITHIUM-TON BATTERY APIBCSK(11.25V, 48. 85Wh 4343mAh)

F AL
English
£i0 47 BRI TR R A
Consignor Chongging C-Tech Technology Co. , Ltd
- V5 TR A IR A F
Manufacturer Chongging C-Tech Technology Co., Ltd.
Bk, 425 HEFREiEm e ey 635

Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 63rd Edition

A2 sham, RO KRR T
a stics ce and plastics fi S
Sample appearance Black Plastics cement and plastics film shell

8,8 412 8 Bl £ 0 T <1 Ok
Package information Lithium batteries total net weight<<10kg.

A5 o, A £ A5 %% Capacity #EF X RMEFhe #¥
NO. Battery type Mode| /424-¥Li content Placement Unit weight | Quantity
1 A AR A A AP1BCEK 48. 85%h LER(IRE B ) 0.213 30
Rechargeable Li—ion Battery only
hattery
1. fEfe iR 7l (Hazards identification)
AR 15,
Miscellaneous. h
O
z
! — Nt . 13
£ 3 o 2ERRERNSEGNS GERRAN) IR (Suggestion according to TATA DGR)
-
5 Shipping name:Lithium ion batteries
-4 2 Class or division:9
— |UN Number:UN3480
]
Z
O
21 (@]
Z ) .
Q (3. WA E R (Packaging requirements)
# G [ IE965 5 TR Bk S,
5 The goods are packaged according to the Packaging Instruetion 963 section [B.
=
X[ B
Cargo Aircraft Only
ﬁh%ﬂﬁ‘ s0g1-12-14  EAAM: 2021-12-14 i#H%ﬁ: 2022-01-01 -
Inspection Date: Issue Date: Effective Date:” ==
/ \ 7/ i
&
Comment

-

wE - P CE N A EXS /5@ ,%
Approver: 4 ‘g' Checker: ! Z/ﬁﬁ' Appraiser: 4%
E] e e
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Wt R A LA FR

No. Inspection results and other things

ARG FUA IBIERE (TR (6380 [LL FRIFFDCR] 3.9.2.6. 1(e) MU MR BB Bl AT G -

ARG AR el A B A 5 R e T

AR BT AL BASHE AT CA Rl s i B A B A8, AR P e b

Lithium cells and batteries listed in this renort were manufactured under the quality management program described in IATA
1 DGR 63rd 3.9.2.6.1(e).

Lithium cells and batteries listed in this report are not the defective vells ar batteries returned to the manufacturer for

safety Tedsons.

Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped

for recycling or disposal.

AR AR A DB (BE E IR ST 4r38, 34 VAR R R

WAL HENE AR AZ L. 20k TR

Lithivm cells and batteries listed in this report are of the types proved to meet the requirements of

each applicable test in the UN Manual of Tests and Criteria, Part [ll, sub—section 38.3.
9 The package has passed the 1. 2m drop test.

UN38. Sy SR &

The UN38.3 Test Summary No, (s)

§12100600133007

FEAEE L AE T4 T g

Please scan the QR code on the right for more information.

PR A e e Pyl T R A A A e

LR IS S B B
. Lithium cells and batteries arve packed in inner packagings that completely enclose the cell or battery and placed in a strong
3 rigid outer puckaging.

Cells and batteries are properly protected to prevent short circuits.

1&DOR TDe 4> KLz i i il D6 ZTARHR S8 348 40wt (A TIE AP IRrR BiE s 9F [ R MRS Ta N, Rz LA AL RS, 2, L RIS, 2, 2R A 95

LAk,

Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s Declaration as
1 set out in Section 8, and the air waybill, when used, must contain the applicable information required by 8.2.1 and 8. 2. 2.

B (0 FH OSSP I B I T b B (DCRPEIT, 3. X) &b, 10 (IS (R A DGRIEIT. 1. I o7 i 2 S o (R b s

FEBAFLGUEIGRT. 1. 4. 1 () Al (b) BaRAFIT, HEAMNT. 1AL 1 (o) 1 BRI K50 TRRIA A5 110 0

SRR AINE “RTEHL FEAE (DGRIET. 4.1) .

Each package must be durably and lTegibly marked with the mark shown in Figure 7. 1.C in TATA DGR in addition to the Class
5 9-Lithium Battery hazard label (Figure 7.3.X in TATA DGR).

[ach package must be marked in accordance with the requirements of 7. 1.4, [(a) and (b) in IATA DGR and in addition the net

weight when required by 7. 1. 4. 1(c) must be marked on the package,

Each package must be lubelled with the “Cargo Aiveralt Oaly” label (Figure 7.4.8 in TATA DGR).

RRZFCHAN AR, A DR F il sk HaT RS B AT R 2 b 30%

According to the statement ol the coansignor, Lithium ion cells and batteries listed in this report must be ol lered for transport
6 at d state of charge (SoC) not exceeding 30% of their vated capacity.

M S B LR (L. ASTRBRAN) . 2. TR S, B3R BIMME, 4 LRS00 fhos., LT PR R S e W R S TE R dh fu

HESUER.
7 Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in Class 1

(explusives) other than Division 1.4S, Division 2.1 (Flammable gases), Class 3 (flammable liquids), Division 4.1 (flammable
solids) or Division 5.1 (oxidizers).

-I&iE g 258885~
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52 AP18C8K
(3INP5/82/70)

bie Lithium lon Baltery Pack ({88 7 li&iﬁﬂﬁi‘?%ﬁ!ﬁ)
it )Nominal voltage: 11,25V — Typ: 4471mAKS0 29Wh

(28 R ) ©.18) Limit charging voltage: 13.05V=  (HEE#)Rated ty 434 3mAN45.85Wh
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