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Certification for Safe Transport of Chemical Goods

) ACEREER 7 25 rR I/ 4 B 1~ Fa ylb,/ 40 R 7 (FTFEEE) /RS R 54 CEEE /M F )
L4 API19BSK (11. 25V, 41. 76Wh 3713mAh)
B &L Chinese
Sample Name

ACER  LITHTUM-TON BATTERY API9BBK(11. 25V, 41. 76Wh 3713mAh)

ES 4
English
EX R 2] EYN S
Consignor Chongging C-Tech lechnology Co. , l.td.
T RO P AR AT
Manufacturer Chongging C-Tech Technolegy Co., L.td.
Bl ik, A HERRZEE R D2 Cale i BN 697

Inspection method and procedure TATA Dangerous Goods Regulations (DGR} G2rd FEdition

o Sh A, R B KRR PR )
Sample appearance Black Plastics cement and plastics Tilm shell
&, 3 145 8 BRI < 1 0k,
Package information Lithium batteries total net weight=t10kg.

5 LR E S A5 ¥ Capacity HEF K Y HF g ¥
NO. Battery type Model /Z4-FLi content Placement Unit weight | Quantity
1 A B B el g AP1YBSK 41. 76Wh PR A 0. 187 30
Rechargeable Li~ion Battery only
battery
1. fEfS iR 8 (Hazards identification)
0T

Miscellaneous,

=]
m
Ui Z tevcr N . v
% 2 2 FERBERSERS (BRI TP 2K (Suggestion according to TATA DGR)
.
a Shipping name:l.ithium ijon hatteries
z ZE' C'lrass or di\:jsinﬂ:‘) “\,
— |UN Number:UN3480
@)
=
% 38
Z 5
Q3. BEER (Packaging requirements)
# G |HA A HI065 5 IRIE A Bk
5 The goods are puckuaged according to the Packaging Instruction 965 section IB.
=z
(B B2
Cargo Aircraft Only
. ! i :
Y 2021-13-14  ERBH: 2021-12-14 o BT T
Inspection Date: Issue Date: Effectlve'\Pate:_ a4
/ 1 1 ¥y
&ix
Comment

Approver: Checker: Appraiser:
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No. Inspection results and other things

ARG T g R (Em@Amy (5380 (L) F#RDGR] 3. 9. 2.6, 1(e)ﬂﬂ%mﬁﬁ%ﬂ%%iﬁﬂﬂﬁq

$?ﬁ%ﬁ@@%$ﬁf@ﬁ%ﬁﬂﬁ@ﬁ@mma
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Lithium cells and batteries listed in this report were manufactured under the quality management program deseribed in IATA
| DGR 631d 3.9.2.6. 1(e).

Lithium cells and batteries listed in this renort ave not the defective cells or batteries returned to the manufacturer for

safety reasons.

Lithium cells and batteries listed in this report are not waste Lithium cells or batteries, and they will not be shipped

for recycling or disposal,

A T R it g L CEEA RS RRETAT) 51114438, AN R B ok

TR RE IR, 2mB TR

Lithium cells und batteries listed in this report are of the types proved to meet the requirements of

each applicable test in the UN Manual of Tests and Criteria, Part IIl, sub-section 38. 3.
9 The package has passed the 1. 2n drop test.

UN3S. B St 245 5

The UN38.3 Test Summary No, (s)

812100200830292

FRAME B A e,

Please scan the QR code on the vight for more inlormation,

b2 FREACIA, T KR FUYE S sk,

HLTL R 8 2 AT 90 0 B i i

Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed in a strong
3 rigid outer packaging.

Cells and batteries are properly protected to prevent short circuits.

$E0GR 1B 43S (T (LI AR T 8 o SRR AR P F RS WA TR0, (28U A58, 2, 178, 2, 2%

BHER,

Cells or batteries shipped under the provisions of Section [B in 1ATA DGR must be described on a Shipper’ s Declaration as
1 set out in Section 8, and the air waybill, when used, must contain the uppl lcable information required by 8.2.1 and 8. 2. 2.

PR B SIS HE L M S M 4 (DGRPRT, 3, X) 41, 77 LB BFHRDCRETT. 1. I 7 LR ZA T it

R A THEDCRT. 1. 4. 1 () 81 (1) BORERT, AR ST 1,401 () RN 0 AT (8 v

SR DA O BHL" 75 (DGR, 4, B) .

Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA ICR in addition to the Class
5 9-Lithium Battery hazard label (Figure 7.3. X in IATA DGR,

Each package must be marked in accordance with the requirements of 7. L4 1) and (b) in TATA DGR and in addition the net

weight when requived by 7.1.4. 1(¢) must be marked on the package,

Each package must be labelled with the “Cargo Alrcrafi Only” label (Figure 7.4.B in 1ATA DGR,

MR A, AR AT T RS R A, S AR A B 7 T 30%

According to the statement of the cons ignor, Tithium fon cells and batteries listed in this report must be offered for transport
6 at & state of charge (SoC) not exceeding 30% of their rated capacity.

RIS BB R (1 4STHBAN) , 2. LB B S i, BEIBHREE, 4 LI B ] s i 5., IR S fa R B T B — A 2E

BIEE AR,
7 Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in Class 1

{explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1 (flammable
solids) or Division 5.1 {oxidizers).

B iEf 770977~
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CEY" Model Name (&g
(3INP5/82/7 0)

/2%5): AP19B8K

Rechargeable Lithium lon Battery Pack (M 7 8
(lfﬁﬁ.fi,lNummaa‘voﬂage 1%5\1:.—(_“ foky
(R o ) Ly charging volta

AR F b8
Typ: 3831mA}
9. 1305V (HESHE )Rated

CAUTION:Risk of explosion if batter
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