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Certification
for Safe Transport of Chemical Goods
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Sample name: Battery/Li-Ton Battery Pack AP16M5] (7. 7V/37Wh)
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STANDARD (Chongqing) Energy Co., Ltd.
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Inese
Sample
name £x Battery/Li-Ton Battery Pack AP16M5] (7. 7V/37Wh)
English
=i W& (ER) (el G R A 7
Consignor STANDARD (Chongging) Energy Co., Ltd.
A ERL WPk (ERR) R BR 25 7
Manufacturer STANDARD (Chongqing) Energy Co. , Ltd.
/ k. A2 HErBAiE b2 (Fakm ) 615
Inspe:t?i%r%nzhli anﬁiedure IATA Dangerous Goods Regulations (DGR) 61st Edition
S, ROOIRL R4 5
Sample appearance Black Plastic film shell
RE oS A L% T < 10kg.
Package information Lithium batteries total net weight <10kg.
A5 A K A5 %% Capacity KEFX
NO. Battery type Model /424-¥Li content Placement
AJ FE L B L A AP16M5] 37Wh F It SR Z
1 Rechargeable Li-ion Battery only
battery
L. fER MR B (Hazards identification)
2T
— [|Miscellaneous.
|w)
'S 2 2. TR RS Rt CIERS S MY FREE i 2 15 (Suggestion according to IATA
= |DGR)
= Shipping name:Lithium ion batteries
g Class or division:9
i — | UN Number:UN3480
(@]
z 3. BHFE K (Packaging requirements)
2 O [HLCLHBLYINS IR Tk pFE,
= c23 The goods are packaged according to the Packaging Instruction 965 section IB.
&2
c
@ | PR BEHL.
‘i@ % Cargo Aircraft Only.
AL A 8 £% 08 #: A3 A -
Inspection Date: 2019-12-15 Issue Date: 2019-12-15 Effective Date: 2020-01-01
/
&ix
Comment
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No. Inspection results and other things
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1 AR TR AN R T IR 224 T IR 43 [ e v 3t
AR B A it AT LRI s Ak 4 B B ARSI, A T A e ot
Lithium cells and batteries listed in this report were manufactured under the quality management programme as
described in IATA DGR 61st 3.9.2.6.1(e)
Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the
manufacturer for safety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be
shipped for recycling or disposal.
AW%WEW@%E@H«%%@K%W%@?%»%H%@%%¢ﬁﬁ@%ﬁ¥*e
BAA e 7K AZ 1. 2mBRVE RS
Lithium cells and batteries listed in this report are of the types proven to meet the requirements

2 of each applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38. 3.
The package has passed the 1.2m drop test.
UN38. 3IABHET S 5 The UN38. 3 Test Summary No. (s)
811900800230824
RS S50 — 4853, Please scan the QR code on the right for more information.
BRI SE R B e, A TR ] (NI L o
Pt FL A 3@ 4 1R 6 B 1 e
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed

3 in a strong rigid outer packaging.
Cells and batteries are properly protected to prevent short circuits
EMRm%%%@%%MMﬁ@%%WWMiﬁﬁ@Amﬁ%*%ﬁ;ﬁﬂﬁﬁmﬁélﬁmw,ﬁ@
HAZAL 8. 2. 1HIB. 2. 270 M558 k.
Cells or batteries shipped under the provisions of Section IB in IATA DGR must be deseribed on a Shipper’ s

4 Declaration as set out in Section 8, and the air waybill, when used, must contain the applicable information
required by 8.2.1 and 8. 2.2
ﬁ%ﬂ%%@%%ﬁ@ﬁﬁ%&m@z&m%,Eﬁ@ﬁ#%ﬁﬁmﬂ&nc%%@ﬁﬁ%%%ﬁﬁo
AL AT L AUEDGRT. 1. 4.1 (a) Fil(b) TR bric, HEAM4T. 1. 4. 1 (e) 5 K AN i 4 0k BH 2 e

5 M BAEE “ PR ITHL” bR (DGRIET. 4. B) .
Each package must be durably and legibly marked with the mark shown in Figure 7.1.C in IATA DGR in addition to
the Class 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR).
Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition
the net weight when required by 7.1.4.1(c) must be marked on the package
Each package must be labelled with the "Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR) .
mﬂﬁEﬁﬁE%,K?ﬁ%ﬁ@%?%%&ﬁﬁﬁﬁ.ﬁﬁ%%ﬁ%ﬁKﬁﬂﬁ%@E%%%
According to the statement of the consignor, lithium ion cells and batteries listed in this report

6 must be offered for transport at a state of charge (SoC) not exceeding 30% of their rated capacity
R AN 5 5 LR B0 (1. ASTBRAN) , 2. 1T S IRAE, 43K 50 AR, 4. 1350 Gy AR A 5. 1304 4k 1
P S5 F B i LR AE ) AM s AR A s i

7 Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in

Class 1 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids),
Division 4.1 (flammable solids) or Division 5.1 (oxidizers)
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TYP 4810mAn £ 37Wh

- (5
(MFESE/MTEE) N 4660mAn 7 35.9Wh
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