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Sample Name

ACER  LITHIUM-TON BATTERY AP1ORSM([]. GIV, 54. 36Wh 4683mAh)

EL
English
Fie¥is ARG P A B 2
Consignor Chongging C-Tech Technology Co., L1d.
A FEELy FRTIRER PR AR A A
Manufacturer Chongging C-Tech Technology Co., Ltd.
B%F %k, 25 HEMEmthe iRy 6385

Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 63rd Edition

S, B0 SRR T T e
Sample appearance Black Plastics cement and plastics film shell
8,3 12 8. BRI S0 1 < 1 Ok
Package information Lithium batteries total net weight=<10kg.
B5 AR R A5 % ¥ Capacity HEF X YHEFe| %K¥
NO. Battery type Model /424¥Li content Placement Unit weight | Quantity
1 AT e B B e i £ AP19BEM 54. 36Wh HE T R 0.215 30
Rechargeable Li-ion Battery only
battery
1. fEfe iR % (Hazards identification)
Miscellaneous,
= i
2 \
W s Ny s 5
® = 2 ZEHRERRTERS (EREHN) HIE KR (Suggestion according to IATA DGR) \
m
5 Shipping name:Lithium ion batteries
oS > |Class or division:9
& — '
— |UN Number:UN3480
@]
Z
% g
Z 3
2 (3. BARER (Packaging requirements)
2
#* G [ VIO6E T TR 4 Lk S0,
6 The goods are packaged according Lo the Packaging Tnstruction 965 section [RB.
=
(LR
Cargo Aircraft Only A __ i
% . . 9a 4 pa il |
e B0 2021-12-14 ~ EABH: 2021-12-14 i%}ﬂ%ﬂ. L 2022-01-0]
Inspection Date: lssue Date: Effective Date: o+ W
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No. Inspection results and other things
AR AT MR IR (s ALY (B3F) [ FRIFRUGR] 3. 9. 2. 6. 1 (e) MU M 8 A 2ok 0k
AR AT A T A T R e 4 T T [ B s
AARE P A A ST LA E s e B S W (R s i il AT 4 R A
Lithium cells and batteries listed in this report were manutactured under the quality management program deseribed in IATA
1 DGR 63rd 3. 8.2.6. 1(e).
Lithium cells and batteries listed in thie report are not the defective cells or butteries returned to the manufacturer for
safely reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped
for recycling or disposal.
AR AR A COE . S R A ) SETLLFRSR38, 3o S Rl e
BT RIS R AT L. Onik iR g
Lithium cells and batteries listed in this report are of the types proved to meet the requirements of
each applicable test in the UN Manual of Tests and Criteria, Part III, sub-section 38. 3.
9 The package has passed the 1.2m drop test,
UN38. 3ifie ME L4 5
The UN38.3 Test Summary No. (s)
812100200330196
VEAH(E ST R AT B e
Please scan the QR code on the vright For more information,
I SELIRTE PN o T 08 [l (R E AR 3
WLt L 1 5 A
Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed in a strong
3 rigid outer packaging.
Cells and batteries are properly protecled to prevent short clreuils.
FDGR ID 0 5 FE38 L L AT R R S8 40 S5 Y LIS A W IR 2 P ik TEHL RS g s, T U Ji b &8, 2. THIS, 2. 2RFER
Cells or batteries shipped under the provisions of Section LB in IATA DGR must be described on a Shipper’ s Declaration as
4 set out in Section 8 and the air wavbill, when used, must contain Lhe applicable information required by 8.2.1 and 8.2. 2.
%@m&mmm&@ﬁm%mm%r&m%,m?@%ﬁ%ﬁwmwmﬂxmﬁmmﬁmmmmm,
ﬁ%@%#%ﬁﬁmmwﬂJmmmmwmmm.%%meruaﬁﬂ£M&ﬁﬁW%@ﬁW@ﬁu
HNMBRAEBANE “OPRITHL” 7% (DGRIET. 1. B) .
Bach package must be durahly and legibly marked with the mark shown in Figure 7.1.C in TATA DGR in addition to the Class
5 9-Lithium Battery hazard label (Figure 7.3.% in TATA DGR).
Each package must be murked in accordance with the requirements of 7. 1.4 1) and (b) in TATA DGR and in addition the net
weight when required by 7. 1. 4. 1(c) must be mrked on the package,
Fach package must be lubelled with the "Cargo Aircraft Only” label (Figure 7.4.8B in IATA DCR).
RIFZHE AT, 22055 IR BB T 2 (i LA AR S A A
According to the statement of the consignor, Lithium ion cells and batteries listed in this report must be of Tered for transport
6 at a stale of charge (SoC) not exceeding 30% of their rated capacity.
AR S B 1 A (L. 4STHIRAN) . 2. URE Ws 1k, OB, 4. LU REA TS, 1071 510 P 2 1 [ JEEHE R — b3
S ELE,
7 Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in Class 1

{explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1 (flammable
solids) or Division 5.1 (oxidizers).
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