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Sample name: Batlery/Li-Ton Battery Pack API9B5L 15.4V TYP 3550mAh 54. 6Wh
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Sample Name

Battery/li-Ton Battery Pack API19R5L 15,4V TYP 3550mAh 54. 6Wh

L
English
EX'S ¥ BT (E Q) AT IR 2
Consignor STANDARD (Chongqing) F,nelgy Co., lLtd.
A ERL B TE (T ) Redieh A
Manufacturer STANDARD (Chongging) Energy Co., Ltd.
BRFk, R [ prfi s im s b ) 63k

Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 63rd Edition

P R-R S ) BE MRS
Sample appearance Black Plastic film shell

aEAE L BB = 1Ok,
Package information [ithium batteries total net weight<10ke.
F5 &, A & A5 K& Capacity MAEF X b EFke ¥
NO. Battery type Model /E4-FLi content Placement Unit weight | Quantity
I T 7o LR 1 R AL AP19BAL 54. 6Wh F 3 i (202 30
Rechargeable Li-ion Battery only
battery
1. faBr MR %) (Hazards identification)
=100,
Miscel laneous.
o
z
£ S |, B EFRREERTS (GRS FERET (Suggestion according to TATA DGR)
+
; Shipping name:Lithium ion batteries
fi 1_>| Class or division:9
— |UN Number:UN3480
O
=
(@]
2 o
O |3. fu3:E R (Packaging requirements)
# G |EEsEo6s 5 1B IR, i
5 The goods are packaged according to the Packaging Instruction {‘ﬁnf‘/li{
= W \‘ NH 4
[ R BTHL
Cargo Aircraft Only
Bl E],%ﬁ’ soz1-11-30  ERAM: 2021-11-30
Inspection Date: | ssue Date:
/ b + P
Comment
J}th’ﬁ- = ]% '?f”"‘]% /%:Em EX 4
Approver: 4 A Checker: Appraiser
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No. Inspection results and other things
T R LG (el ) (63R0 [Lh FFAFRDGR] 3.9. 2. 6. 1 (e) MU M HATHfh Rtk 1l
ARG T E LA i TR A 5 R e e
AR I A AT LA [ 4 S H M i, AN .
Lithium cells and batteries listed in this report were manufactured under the quality management program described in IATA
DGR 63rd 3.9.2.6. 1(e).
1 Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the manufacturer for
saflety reasons.
Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped
for recyeling or disposal.
AR TR b Ul S e R bR Y B LI 438, 3/ AR S
f B AR AR ST L. 2mik i G
Lithium cells and batteries listed in this report are of the types proved to meet the reguirements of
each applicable test in the UN Manual of Tests and Criteria, Part 111, sub-section 38.3.
The package has passed the 1. 2m drop test.
2 UN3B. 3 Ea M S
The UN38.3 Test Summary No, (s)
§12100100765636
VG AT I
Please scan the QR code on the right for more inlformation.
ST A B O e e, T IR R A A
Pl B 3 Y B B
) Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed in a strong
3 rigid outer packaging.
Cells and batteries are properly protected to prevent short circulls.
TRDOR 1B 2 FEIZ 10 T 2 R S8 v 4 st A A i A TR s ik JF UG HR 6% B0& P . fRIE B AT 8. 2. LIS, 2. 2mAfR
Gells or batteries shipped under the provisions ot Section 1B in [ATA DGR must be described on a Shipper’ s Declaration as
1 set out in Section 8, and the air waybill, when used, sust contain the appl jcable information reguired by 8. 2.1 and 8. 2. 2.
W6 o P O L3 feu P T 2 (DGRPEIT. 3. X0 4h . B A L 0 A0 FDORIET. 1. CHIr (G B R b i
S AL L0 BUHDGRT. 1. 4. 1 Ca) 1 (b) TR R, UESR 7. 1. 4. 1 (o) A7 BRAIL 0 AThR T (A 1 i AL
S AL G OB TR P B (DGRIET. 4. B) o
Each package must be durably and legibly marked with the mark shown in Figure 7. L.C in IATA DGR in addition to the Class
5 9-Lithium Battery hazard label (Figure 7.3.% in [ATA DGR).
Fach package must be marked in accordance with the requirements of T.1L4.1() and (h) in IATA DGR and in addition the net
weight when required by 7.1.4. 1{c) must be marked on the package.
Fach package must be labelled with the “Cargo Aireralt Only” label (Figure 7.4 B in TATA DGR).
TR B IE R A ], AR AT i Tl 2 (TR iiny . G0 rl RS A AR et 00 5 B () 30%.
According to the statement of the consignor, [ithium ion colls and hatteries listed in this report must be offered for transport
6 at a state of charge (SoC) not exceeding 30% of their rated capacity.
A S B LRI (L ASTRRRAL) 2. URSIES i, 3BT, 4. 1S HRT {4245, VIR A AR AR 25 f B B e A B - Ah
RSN,
- Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in Class |

(explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1 (f lammable
solids) or Division 5.1 (oxidizers).
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