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Certification for Safe Transport of Chemical Goods
. ACER¥EL 2 7 25 F /4B B Tt /40 il (T 75 ) /R O & CRReh bl /4 T rRajbdl) , APLSCSK
i d (11.25V, 4343mAh, 48. 85wh)
& LAk Chinese
Sample Name

ACER LITHIUM-TON BATTERY  AP18C8K (11.25Y, 4343mAh, 48.85wh)

3 d
English
ESR N1 HPTUM TR R A A
Consignor Chonggqing C-Tech Technology Co., Ltd.
LN X3 HRP MR T REARAR
Manufacturer Chongging C-Tech Technology Co., Ltd.
Bl k. A ERREER DS (GRa B 640

Inspection method and procedure TATA Dangerous Goods Regulations (DGR) 64th Edition

Bt BT LIRS
Sample appearance Black Plastics cement and plastics film shell

&, % 115 & PR S B <1 0kg.
Package information Lithium batteries total net weight<<10kg.

A5 LA E S A5 % ¥ Capacity HEF S, $HEFFke #F
NO. Battery type Model /24¥Li content Placement Unit weight | Quantity
1 ] 7 B PR B T A S A AP18C8K 48, 85Wh 4343mAh B il BRI 4 0.213 30
Rechargeable Li—ion Battery only
battery
1. fEf R 5 (Hazards identification)
Miscellaneous.
o
z
£ 3 L oEnEERNSERGS (BRASND HEMKT (Suggestion according to TATA DGR)
-
5 Shipping name:Lithium ion batteries
= > [Class or division:;9
= g UN Number:UN3480
Z
O
-a %
Q (3. 3 E R (Packaging requirements)
# G BB 965 1B/ BR T,
6 The goods are packaged according to the Packaging Instruction 965 section IB.
g -
% B AL A B
Cargo Aircraft Only P S 27
bl B K HI¥: . X 3:F PR
=12~ 2 -12-26 ~~2023-01=01
Inspection Date:2022 1eme Issue Date: e Effective Date: -
/
%z
Comment

IR - FH i et EX s 7
Approver: v ‘%‘ Checker: ’ﬁ‘ Vd{L Appraiser: %‘MK
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No. Inspection results and other things

A PR E IR (ERRHID) (645 3.9.2.6. 1 (e) A 52 I R B S04 2 31 W s

AR AT AN o T B 4 I 8 [ o

A TR AR A AT LU R A B 2 B BB 2 E e, AEB T

Lithium cells and batteries listed in this report were manufactured under the quality management program described in TATA
1 DGR 64th 3.9.2.6.1(e).

Lithium cells and batteries listed in this report are not the defective cells or batteries returned to the manufacturer for

safety reasons.

Lithium cells and batteries listed in this report are not waste lithium cells or batteries, and they will not be shipped

for recycling or disposal.

ARG R CET S E GRBRFAETR) 5111548, AT R B R

BRMFREWRZL Bk R . DB MR RS (MR 035 BBO6S IBP AT SR () HERS i 4 .

Lithium cells and batteries listed in this report are of the types proved to meet the reguirements of

each applicable test in the UN Manual of Tests and Criteria, Part 111, sub-section 38.3.

The package has passed the 1.2m drop test. The package has passed the stacking test required in Pl 965
2 1B of DGR

UN38. 3B R 5

The UN38.3 Test Summary No. (s)

812100600133007

VNS SABF R A I — 400,

Please scan the QR code on the right for more information.

b TR, AT EE RIS,

PR I 2 A B R A .

Lithium cells and batteries are packed in inner packagings that completely enclose the cell or battery and placed in a strong
3 rigid cuter packaging.

Cells and batteries are properly protected to prevent short circuits.

DGR IBATM LI 0 A I A THRIE B8 40 7 A E TEATiE A IR o JHSE RS ERE, fiEE 0t Es. 2. 1F8. 2. 2 aE

EHER,

Cells or batteries shipped under the provisions of Section IB in IATA DGR must be described on a Shipper’ s Declaration as
4 set out in Section 8, and the air wayhill, when used, must contain the applicable information required by 8.2.1 and 8. 2. 2.

R A O K i f B 478 (DORIEIT. 3. X) B, B3 I ZRILOGRETT. 1. CHr s AT W R e TEs 63RDCREET. 1. CATA-HE Bl dR

C TSRS F20264E12H 310 .

A AN FUEDORT. 1. 4. 1 () F0 (b) SERAFIE, HAPYT. 14,1 (c) B ER I LR QB &,

SERML TG IR £7% (DGRET. 4.B) .

Each package must be durably and legibly marked with the mark shown in Figure 7. 1.C in IATA DGR in addition to the Class
5 9-Lithium Battery hazard label (Figure 7.3.X in IATA DGR). Note:The mark illustrated in Figure 7.1.C of the 63rd edition

of DGR may continue to be used until 31 December 2026.

Each package must be marked in accordance with the requirements of 7.1.4.1(a) and (b) in IATA DGR and in addition the net

weight when required by 7.1.4.1(c) must be marked on the package.

Each package must be labelled with the “Cargo Aircraft Only” label (Figure 7.4.B in IATA DGR).

RFRICRALAE, TGRS S PRI TERN, EmeREU T 75 30%.

According to the statement of the consignor, lithium ion cells and batteries listed in this report must be offered for transport
6 at a state of charge (SoC) not exceeding 30% of their rated capacity.

R B S B 1RE R (1 4STRISAN) . 2 1TSS 1k, Bk b s, 4 LI S MR TE a5, 1 b PEA I S fE B B A PR ) — M

HEABEA.

Cells and batteries must not be packed in the same outer packaging or overpack with dangerous goods classified in Class 1
7 (explosives) other than Division 1.4S, Division 2.1 (flammable gases), Class 3 (flammable liquids), Division 4.1 (flammable

solids) or Division 5.1 (oxidizers).
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CEY™ Model Name &5 25 AP18CEK
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