	 Product SOP Document


 Internal Document	 External Document
	Document Name: 
Acer-DT BIOS SKU File Update SOP
	Doc. No.:
	Revision:0.8

	
	
Effective Date:

	Page:12 of 12



Version History
	Revision
	Personnel
	Date
	Contents

	0.7
	Vernon Wang
	2015/03/16
	Factory SOP

	0.8
	Vernon Wang
	2015/08/14
	Add Win10 OS into SKU tables

	0.9
	Vernon Wang
	2015/12/7
	1. Add a new 0Ch SKU for Linux UEFI mode OS.
2. Add more descriptions for clear defines.

	1.0
	Vernon Wang
	2016/12/15
	1. Change SKUID 0Ch CSM setting from always to Never.




EFI ONE BIOS SKU UPDATE SOP

1. Build EFI\BOOT folder in your USB thumb driver. And put the UEFI Shell bootable file BOOTx64.efi in this folder.
2. After finishing update BIOS, power on the system.
3. When you see the LOGO or hear one short beep, please press “Delete” to enter BIOS Setup Utility.

4. Choose “Authentication” page and select “Secure Boot” to disabled.

5. BIOS Setup Utility will disable “Secure Boot”

6. Choose “Boot Options” page and Select “Launch CSM” to Never.

7. Select “Boot Menu” to Enabled.


8. Choose “Exit” page and select “Save & Exit Setup” and press “Enter”.

9. Select “Yes” to restart.


10. Press hot key F12 to enter Boot Menu, and select EFI USB thumb drive.

11. Under the EFI system, and choose the Removable BlockDevice group 
( the Removable BlockDevice location may be different and is dynamic.) 
E.g. In this figure, users should key in fs5: in Shell command line.



12.  Enter “OneBIOS package” folder, and then enter “Service\SkuID\EFI” folder.

13. Type LNUXMBAH(SKU patch file name) and press Enter key.

PS: It is for different SKU support by flash SKU Binary file, so the SKU can use below SKU patch file name. The detail please refers Acer-DT-OneBIOS-PES spec. 
SKU patch file name:
	Major Flag
	SKU Binary File Name
	SKU Batch File Name

	000Ch  *1
	LNUXGPAH.00C
	LNUXGPAH.BAT

	000Bh
	W8PRGPRD.00B
	W8PRGPRD.BAT

	
	WAPRGPRD.00B
	WAPRGPRD.BAT

	000Ah
	W8PRGPAH.00A
	W8PRGPAH.BAT

	
	WAPRGPAH.00A
	WAPRGPAH.BAT

	0009h
	W8W7GPRD.009
	W8W7GPRD.BAT

	
	WAW7GPRD.009
	WAW7GPRD.BAT

	0008h
	WIN8GPRD.008
	WIN8GPRD.BAT

	
	WINAGPRD.008
	WINAGPRD.BAT

	0007h
	WIN7MBRD.007
	WIN7MBRD.BAT

	0006h
	WIN7GPRD.006
	WIN7GPRD.BAT

	0005h
	W8W7GPAH.005
	W8W7GPAH.BAT

	
	WAW7GPAH.005
	WAW7GPAH.BAT

	0004h
	WIN8GPAH.004
	WIN8GPAH.BAT

	
	WINAGPAH.004
	WINAGPAH.BAT

	0003h
	WIN7MBAH.003
	WIN7MBAH.BAT

	0002h
	WIN7GPAH.002
	WIN7GPAH.BAT

	0001h *1
	FDOSMBAH.001
	FDOSMBAH.BAT


Note *1: Before v0.9 specification, the freedos OS use the LNUXMBAH.BAT. 
        After v0.9 specification, the freedos OS use the FDOSMBAH.BAT

	Major Flag
	Minor Flag
	Preload/Shipment Image

	Value (Word)
	MSDM (OA3.0 Key)*2
	SLIC  (OA2.x Key)*3
	SATA Mode
	Secure Boot
	CSM
	Boot Filter
	Boot Menu
	Operation System
	OS type
	Single Load / Dual Load

	000Ch
	X
	X
	AHCI
	Disable
	Never*6
	UEFI
	Enable
	Linpus Linux
	64 bit(GPT)
	Single load

	000Bh
	O
	O
	RAID
	Enable*6
	Never*6
	UEFI
	Enable
	Win8 Pro x64
Win10 Pro x64
	64 bit(GPT)
	Single load

	000Ah
	O
	O
	AHCI
	Enable*6
	Never*6
	UEFI
	Enable
	Win8 Pro x64
Win10 Pro x64
	64 bit(GPT)
	Single load

	0009h
	O
	O
	RAID
	Disable*5
	Always*5
	UEFI*5
	Enable
	Win8 / Win7
Win10/Win7
	64bit / 64bit
(GPT)
	Dual load

	0008h
	O
	X
	RAID
	Enable
	Never
	UEFI
	Enable
	Win8
Win10
	64 bit(GPT)
	Single load

	0007h
	X
	O
	RAID
	Disable
	Always
	Legacy
	Enable
	Win7 / Win7
Win7
Win7
	64bit/32bit
64 bit(MBR)
32 bit
	Dual load
Single load
Single load

	0006h
	X
	O
	RAID
	Disable
	Always
	UEFI
	Enable
	Win7
	64bit(GPT)
	Single load

	0005h
	O
	O
	AHCI
	Disable*5
	Always*5
	UEFI*5
	Enable
	Win8 / Win7
Win10/Win7
	64bit / 64bit
(GPT)
	Dual load

	0004h
	O
	X
	AHCI
	Enable
	Never
	UEFI
	Enable
	Win8
Win10
	64 bit(GPT)
	Single load

	0003h
	X
	O
	AHCI
	Disable
	Always
	Legacy
	Enable
	Win7 / Win7
Win7
Win7
	64bit/32bit
64 bit(MBR)
32 bit
	Dual load
Single load
Single load

	0002h
	X
	O
	AHCI
	Disable
	Always
	UEFI
	Enable
	Win7
	64bit(GPT)
	Single load

	0001h
	X
	X
	AHCI
	Disable
	Always
	Legacy
	Enable
	Android/
FreeDos
	N/A
	Single load

	F000h~FFFFh
	Customized


Note *1: O is function supported. X is function not supported.
Note *2: MSDM table include OA3.0 key to support Win10/Win8 OS.
Note *3: SLIC table include OA2.x key to support Win7 OS.
Note *4: Win10 uses same as Win8 configuration.
Note *5:In Win8/Win7 dual load SKU, the OneBIOS predefine setting will be changed when different OS is 
recovered by preload.
Note *6:In Win8 Pro x64 single load SKU, the “Secure Boot” and “CSM” need to be changed by manually when 
[bookmark: _GoBack]downgrade to Win7
14. Wait for process to flash SKUID (don’t reset).
15. Press the power button to shut down the system.
16. Boot system. When you hear two short beeps, please press “Delete” to enter BIOS Setup Menu.
17. Select “Load Default Setting” and press “Enter”. Select “Yes” to load default settings.

18. Select “Save & Exit Setup” and press “Enter”.
19. Select “Yes” to restart.
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